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Chapter 1 

 

Introduction 

 

1.1 Background 

 

    Wind energy is a natural energy. Humans have, from a long time ago, been utilizing wind 

energy to sail ships to transport goods or to rotate windmills for milling or to irrigate lands. 

Nowadays, wind energy is being used to generate electricity. Wind power generation is one 

of the most prolific renewable energies, which needs no fossil fuel. In other words, wind 

power is a clean energy with no carbon dioxide emission and it has almost no pollution 

causing to the environment [1]. Due to the cost reduction by technology development, wind 

energy has become the main power supply in the world. To realize carbon neutrality, a large 

amount of renewable energy is expected to be introduced [2, 3]. Therefore, wind power 

generators are becoming increasingly larger in size, and their application to offshore 

generation is increasing [4, 5]. However, the efficiency of a wind farm can be reduced owing 

to the wake effects [6–8]. One of the challenges in the wind power sector is to evaluate the 

influence of the wakes to improve the efficiency of a wind farm [9–15]. Additionally, to 

maximize the power output from a wind farm, it is necessary to deploy wind turbines with 

the optimal layout for the wind condition of the planned site [16–20]. The wake control 

methods using the blade’s pitch [21] or the yaw [22, 23] of the horizontal-axis wind turbines 

(HAWTs) were studied to optimize the wind farm. 
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    The wake effects can be modeled by studying the characteristics of the flow behind the 

rotor. One of the physical phenomena of the wake is the momentum (or velocity) deficit, 

which causes a reduction in the power output of the downstream rotors [11]. Shapiro et al. 

[24] proposed a wake model, which can reproduce the output of wind farms consisting of 

HAWTs, by linking the wake expansion rate to a top-down model [9] and by using a super-

Gaussian wake profile that can smoothly transition from a top-hat shape to a Gaussian shape. 

Yuan et al. [25] recently proposed a wake model for a vertical-axis wind turbine (VAWT) 

array by combining two semi-Gaussian functions with different deviations. This model can 

better reflect the asymmetric characteristic of the VAWT wakes. 

    According to the studies by Whittlesey et al. [26] and Dabiri [27], the output per unit land 

area of a wind farm consisting of small-size VAWTs with a high aspect ratio (rotor 

height/diameter), which are closely arranged using a unit of counter-rotating paired rotors, 

can be much greater than that of a conventional wind farm consisting of large-size HAWTs, 

which are deployed with the inter-rotor intervals of several multiples of the rotor diameter 

(in general, the interval in the dominant wind direction is about 10 times as long as the 

diameter). Since then, many researchers have been interested in the closely arranged VAWT 

wind farms and, especially, the interaction effects between two VAWT rotors. For example, 

Zanforlin and Nishino [28] performed a two-dimensional (2D) computational fluid dynamics 

(CFD) analysis of a pair of inversely rotating VAWTs to show the greater averaged output 

than the output of an isolated single VAWT. De Tavernier et al. [29] carried out the 2D-CFD 

based on the panel vortex method of a closely arranged VAWT pair, each of which had a 10 

m rotor radius, to show the effects of the load and rotor spacing on the paired rotor 
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performance. Bangga et al. [30] proposed two layouts of a VAWT array based on their CFD 

study of rotor pairs arranged side by side. Sahebzadeh et al. [31] numerically analyzed the 

output performance of a co-rotating rotor pair by widely changing the rotor spacing and the 

relative angle to the mainstream. Peng et al. [32] investigated the effects of configuration 

parameters such as airfoil section, solidity, pitch angle, rotational direction, and turbine 

spacing on twin VAWTs by CFD analysis. The effects of a three-rotor cluster of VAWTs 

were also numerically studied by Hezaveh et al. [33] and Silva and Danao [34]. 

      As examples of experimental studies of paired VAWTs, Vergaerde et al. [35] con-ducted 

the wind tunnel test using two H-type Darrieus rotors (rotor diameter: 0.5 m, rotor height: 

0.8 m [36]). Their turbines were placed side-by-side against the main flow and were 

adequately controlled by DC motors. They observed the power increase up to 16% for the 

counter-rotating VAWTs and reported the stable synchronized operation of twin rotors. 

Brownstein et al. [37] examined, by wind tunnel experiments using five-bladed VAWT rotors 

with the diameter of 0.2 m, the three-dimensional, volumetric mean velocity fields around an 

isolated single rotor and paired rotors arranged at different angles to the main stream. They 

reported an average 14% increase in the power of the co-rotating rotors in the 50° wide angle 

range.  Jodai and Hara [38] studied the interaction between two closely spaced VAWTs using 

miniature 3D printed rotors (diameter: 50 mm, low aspect ratio of 0.87, and high solidity of 

0.382) arranged side-by-side. Their experimental results showed a maximum 15% increase 

in power in the case of the counter-down layout when the inter-rotor space became the 

shortest (gap space: 10% of the rotor diameter). 
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    Hara et al. [39] applied the dynamic fluid body interaction (DFBI) model to the CFD 

analysis to simulate the closely arranged paired 2D rotors corresponding to the equator cross-

section of the experimental model used in Ref. [38]. Their CFD analysis considered the time-

varying rotor speed, for the first time, simulated the synchronization operation of twin rotors 

and showed the alternation in the angular velocities of two rotors. Furukawa et al. [40] 

developed an analytical model considering the pressure fluctuation (or increase in flow 

velocity) observed in the gap region between twin rotors in the above experiments and CFD 

analyses. The model successfully demonstrated the alternation in the angular velocities of 

two rotors and showed that the period of the variation in rotor speed depended on the strength 

of the interaction between the two rotors. 

    Although the increase in the averaged power of a closely spaced side-by-side VAWT pair 

is clear, the effects of the distribution of wind direction on the VAWT cluster consisting of 

many rotors must be investigated more extensively to search for the optimal layout of 

VAWTs. The CFD analysis, especially the DFBI model simulation, can give reliable results 

but needed a long calculation time. Although the experiments can also give useful 

information, the cost is high and the time for preparation is long. If the number of rotors in a 

target wind farm increases, the simulation by CFD or the experiment using a lot of rotors is 

non-realistic. Therefore, a method that can simulate precisely and in a short time the flow 

field of a wind farm, including a large number of VAWTs, is necessary. 
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1.2 Study Objective and Outline 

    This study proposed a new method to predict outputs of two-dimensional VAWT rotors 

by using a wake model mimicking the CFD-created flow field [41]. The method was based 

on the potential flow and includes the velocity deficit (or wake effects) artificially, like the 

method by Whittlesey et al. [26]. This study included the modification of the y-component 

(cross-flow) of the flow velocity, although Whittlesey et al. did not consider it. Moreover, in 

this study, the Biot-Savart law was introduced to consider the effects of the interaction 

between the rotors on the wake shift and width [42].  The proposed method used the 

circulation around each rotor to estimate the output of each rotor. The circulation was also 

used as the input value (or tentative value) for each rotor to calculate the potential flow in a 

wind farm. The decision on the appropriate flow and rotor conditions was conducted by 

evaluating the momentum balance, which was calculated using the momentum transports and 

the pressure forces at the boundaries of the control volume (CV) and thrust forces of rotors. 

The necessary CFD data, or the available and reliable experimental data, are the power 

performance of an isolated single VAWT and the averaged flow velocity distribution in the 

CV, the pressure distributions at the boundaries under several wind speed conditions. In 

addition, the power output data of closely spaced paired VAWTs in typical four layouts in 

the case of a specific inter-rotor distance were necessary. The interaction effects were 

considered by modifying the given pressure loss of the isolated single rotor, according to the 

relative layout of the selected two rotors and also considered the distance and the induced 

velocity. 
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    The method will be validated with the CFD results for two or three rotors studied by Hara 

et al. [39] and Okinaga et al. [43], in which the rotor height was considered so as to 

correspond to the experimental rotor used in the experimental study by Jodai et al. [38]. The 

2D-CFD analysis of an isolated single rotor is explained in this thesis. In this study, the CFD 

analysis of four-rotor arrays consisting of the same 2D-CFD rotor models is also conducted 

to evaluate the proposed method. The present method does not include the three-dimensional 

effects caused by the finite rotor height because the target in the future is a wind farm 

consisting of small-scale VAWTs of 14 m diameter with a low aspect ratio, which is now 

under development in a joint research project in Tottori University [44]. 

    One of the final goals of the proceeding project in Tottori University was to provide a cost-

effective and relatively short-time method to optimize the layout of VAWTs in an arbitrary 

wind farm. In this thesis, at the early stage of the project, the possibility to predict a 

reasonable condition of a VAWT cluster was shown. Therefore, the round robin, which 

needed a long calculation time when the number of rotors was large, was utilized in the search 

for adequate conditions. The maximum number of rotors in a VAWT cluster considered in 

this study was four due to the problem of calculation time. However, if any advanced 

optimization method is adopted in the next stage, the problem of the computation time would 

be mitigated. This thesis is divided into five chapters as follows: 

    Chapter 1, introduction, this chapter aims to introduce the background, the objective, 

and the outline of this study. 
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    Chapter 2, a method to predict outputs of VAWT cluster, this chapter proposed a wake 

model used to simulate the flow distribution around the rotors in a VAWT wind farm. At 

first, the basic idea of the wake model was introduced and then the details of the functions 

used in the model are described. Next, the method and the procedure of finding parameters 

of the functions were explained. Then, the interaction model between the rotors in a wind 

farm was illustrated. After that, a method to find out an adequate combination of circulations 

of rotors that satisfy the conservation of momentum in the control volume was proposed. 

After the explanation of the paired rotor layouts, the correction functions of the pressure loss 

in the CV, which expressed the effects of superposition of the wake of the rotor at issue and 

that of the counterpart rotor, were introduced. Finally, the procedure to obtain the outputs of 

each rotor was described. 

    Chapter 3, CFD analysis, the wake model in this study was designed to mimic the flow 

field calculated by the computational fluid dynamics (CFD), and the results of CFD for 

specific arrangements of paired rotors were needed to predict the arbitrary configuration of 

rotors. In this chapter, the details (the governing equation, boundary conditions, the 

computational mesh, and so on) of the CFD analysis using the dynamic fluid/body interaction 

(DFBI) model conducted to prepare the data for the proposed method and to evaluate the 

results are described at first. Then, the CFD results of the flow field around an isolated single 

rotor and the circulation were illustrated. After that, the relations between the circulation and 

the rotor performances were formulated for the basic information of the proposed method. 
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    Chapter 4, results and discussions, the method described in chapter 2 was validated in 

this section by applying it to several layouts. Firstly, in Section 4.1., the power dependency 

of the isolated single rotor on the wind speed was confirmed. Then, in Section 4.2., the power 

dependency of the paired rotors on the 16 wind directions was compared between the present 

method and the CFD analysis obtained in the previous study [39]. As the more complicated 

layouts, the power dependency of the three-rotor cluster on the 12 wind directions was 

investigated in Section 4.3 [43]. Finally, to show the applicability of the proposed method to 

VAWT wind farms, the power prediction in the four-rotor layouts arranged in a line were 

tried in Section 4.4 [41]. 

    Finally, in chapter 5, all of the contents in the previous chapter were summarized. 

Possible improvement areas were also suggested in the form of recommendations. 
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Chapter 2 

 

A method to predict outputs of VAWT cluster 

 

2.1 Introduction 

     This chapter proposed a method to simulate the flow distribution around the rotors in a 

wind farm resulting to predict the rotor powers. Following the description of the background 

of the wake model, the potential flow which gave the basic flow field in the wind farm was 

explained. Then the modification of the velocity distribution of an isolated single rotor in 

each direction (mainstream direction and perpendicular direction) to mimic the realistic flow 

field including the velocity deficit was introduced. After that, the interaction effects among 

the rotors, especially wake shift and wake broadening, were considered with showing 

examples of the co-rotating paired rotors. From Section 2.3, a method about how to find out 

an appropriate combination of the circulations that gives the adequate rotor powers to a 

specific layout was proposed. It is shown that the method can find out a resultant condition 

that satisfies the conservation of momentum in a control volume. In the sub-sections, the 

correction functions which expressed the effects of the superposition of the wakes of rotors 

were introduced to modify the pressure loss of an isolated single rotor. The correction 

functions, or interaction functions, were categorized according to the typical four layouts of 

a paired rotor.  Finally, to avoid wrong results, an idea to limit the searching range of the 

circulation of a rotor at issue was proposed by considering the relative arrangement between 

the rotor at issue and a counterpart rotor. 
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2.2 Wake model  

 

2.2.1 Background  

In this study, the flow field around vertical-axis wind turbines (VAWTs) is assumed to 

be two-dimensional. The flow field is based on the potential-flow like the method proposed 

by Whittlesey et al. [1], in which the ideal flow without vorticity is modified by introducing 

the velocity deficit artificially. This study proposes a new wake model to express the 

averaged velocity deficit observed in the wake of a VAWT. The model is based on the super-

Gaussian function proposed by Shapiro et al. [2] which can express the transformation of the 

wake profile from a top-hat shape to a Gaussian shape regarding the x-component 

(mainstream direction) distribution of the flow velocity. To express the typical acceleration 

regions observed in the wake of a VAWT and the wake deflection, the proposed wake model 

in this study modifies the super-Gaussian function. In addition, although the method by 

Whittlesey et al. [1] does not include the modification of the y-component (cross-flow 

direction) of the flow velocity, the proposed wake model modifies the y-component of the 

potential flow to mimic the realistic averaged flow obtained by experiments or computational 

fluid dynamics (CFD). Moreover, the Biot-Savart law is introduced to express the effects of 

the interaction between the rotors in this study. 

 

2.2.2 Potential flow  

Figure 2.1 shows a schematic image of a VAWT wind farm, where a circle shows a 

VAWT rotor, and this method does not need detailed information on the configuration of a 
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turbine, such as the number of blades and the cross-section. In this method, the VAWTs are 

dealt with as 2D-rotors with having each diameter of D. Here, the wind farm is assumed to 

consist of N VAWTs. In Fig. 2.1, the coordinate axis x is defined as parallel to the upstream 

wind speed U ∞; the coordinate axis y is perpendicular to the dominant wind direction. The 

center position (rotational axis) of the k-th rotor is expressed as (𝑥𝑘 , 𝑦𝑘). The circulation 

around the k-th rotor is shown by 𝑘, and the dipole 𝜇𝑘 expresses the blockage effect. 

 

Fig. 2.1 Schematic image of wind farm of vertical-axis wind turbines (VAWTs) 

 

If an arbitrary set of the conditions of circulation (𝑘) and blockage effects (𝜇𝑘) is given 

for a wind farm, the complex velocity potential W(z), where z = x + iy, is expressed by Eq. 

(2.1) [1]. Using the complex velocity potential W(z), the potential flow (up, vp) at an arbitrary 

position P: (x, y) in the wind farm can be calculated by Eq. (2.2) and Eq. (2.3). 
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𝑊(𝑧) =  𝑈∞𝑧 + ∑ {−𝑖
𝑘

2𝜋
𝑙𝑛(𝑧 − 𝑧𝑘) + 𝜇𝑘(𝑧 − 𝑧𝑘)

−1}

𝑁

𝑘=1

 (2.1) 
 

  

𝑢p(𝑥, 𝑦) = 𝑈∞ − ∑ [
𝑘

2𝜋

(𝑦 − 𝑦𝑘)

(𝑥 − 𝑥𝑘)2 + (𝑦 − 𝑦𝑘)2
+ 𝜇𝑘

(𝑥 − 𝑥𝑘)2 − (𝑦 − 𝑦𝑘)2

{(𝑥 − 𝑥𝑘)2 + (𝑦 − 𝑦𝑘)2}2
]

𝑁

𝑘=1

 (2.2) 

  

𝑣p(𝑥, 𝑦) = ∑ [
𝑘

2𝜋

(𝑥 − 𝑥𝑘)

(𝑥 − 𝑥𝑘)2 + (𝑦 − 𝑦𝑘)2
−  𝜇𝑘

2(𝑥 − 𝑥k)(𝑦 − 𝑦𝑘)

{(𝑥 − 𝑥𝑘)2 + (𝑦 − 𝑦𝑘)2}2
]

𝑁

𝑘=1

 (2.3) 

 

 

2.2.3 Wake model of the mainstream direction component (x-component: u)   

The potential flow is an ideal flow and cannot express the actual velocity deficits or wakes 

generated by each rotor. Therefore, as Whittlesey et al. introduced [1], the component in the 

x-direction of the potential flow is modified by a wake function 𝑑𝑢𝑘 showing the velocity 

deficit of each rotor; the resultant flow 𝑢w(𝑥, 𝑦) is expressed by Eq. (2.4). The wake function 

𝑑𝑢𝑘 is given by Eq. (2.5), which is based on the super-Gaussian function 𝑓SG_𝑘 proposed by 

Shapiro et al. [2] expressing the wake profile transformation from a top-hat shape to a 

Gaussian shape. However, the proposed wake model by Eq. (2.5) includes the correction 

function 𝑓COR_k expressing the acceleration regions and the deflection δk of the wake. 𝜇ref is 

a reference value of the blockage effect and 𝐶w_𝑘 is a fitting parameter to the prepared flow 

field of an isolated single rotor. In this study, the modified super-Gaussian function is named 

the ultra-super-Gaussian function 𝑓USG_𝑘. 
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𝑢w(𝑥, 𝑦) = 𝑢p(𝑥, 𝑦) {1 − ∑ 𝑑𝑢𝑘

𝑁

𝑘=1

(𝑥, 𝑦)} (2.4) 

  

𝑑𝑢𝑘 = 𝐶w_𝑘

𝜇𝑘

𝜇ref
𝑓USG_𝑘 = 𝐶w_𝑘

𝜇𝑘

𝜇ref
{𝑓SG_𝑘 − 𝑓COR_𝑘} (2.5) 

 

The super-Gaussian function [2] is expressed as follows: 

𝑓SG_𝑘 = exp

[
 
 
 
 

−
𝐷2

8𝜎0
2
{

2 |𝑦
nδ

|

𝐷𝑑w(𝑥n)
}

𝑝(𝑥n)

]
 
 
 
 

 (2.6) 

 

In the above, 𝜎0 = 𝐷 4⁄ . In our model, the function 𝑝(𝑥n) is defined as follows: 

𝑝(𝑥n) = 2(1 + 𝑓p/𝑥n) (2.7) 

 

Here, 𝑥n = (𝑥 − 𝑥𝑘) 𝐷⁄  is the normalized coordinate. 𝑓p is a fitting parameter that is not 

included in the original super-Gaussian function. Another function of 𝑥n is defined in Eq. 

(2.8). 

𝑑w(𝑥n) = 1 + 𝑘wln(1 + 𝑒2𝑥n) (2.8) 
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In the above, 𝑘w denotes the wake expansion coefficient of the original model. However, in 

the proposed model in this study, 𝑘w is also a fitting parameter. The radial coordinate r of 

the original super-Gaussian function, Eq. (2.6) is replaced by the normalized coordinate 𝑦n𝛿 

including the wake shift 𝑘  in the model. 

𝑦n =
𝑦 − 𝑦𝑘 − 𝑘  

𝐷
 (2.9) 

 

In general, the flow speed increases at the side edges of the wake region of a VAWT. To 

express the acceleration regions, the correction function is defined for 𝑦n𝛿  ≥ 0 as follows: 

𝑓COR = 0                                                                          for {0 ≤ 𝑦n < 𝐶P3} (2.10) 

  

𝑓COR = 𝐶P0 exp (−
𝑦n − 𝐶P3 

𝐶P1
) [

1 

𝐶P2−𝐶P3
(𝑦n − 𝐶P3)]      for {𝐶P3 ≤ 𝑦n ≤ 𝐶P2} (2.11) 

  

𝑓COR = 𝐶P0 exp (−
𝑦n − 𝐶P3 

𝐶P1
)                                          for {𝑦n > 𝐶P2} (2.12) 

 

In the region 𝑦n𝛿  < 0, the correction function 𝑓COR is defined as the following Eqs. (2.13)–

(2.15): 
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𝑓COR = 0                                                                       for {−𝐶N3 < 𝑦n < 0} (2.13) 

  

𝑓COR = 𝐶N0 exp (
𝑦n + 𝐶N3 

𝐶N1
) [

−1 

𝐶N2−𝐶N3
(𝑦n + 𝐶N3)]     for {−𝐶N2 ≤ 𝑦n ≤ −𝐶N3} (2.14) 

  

𝑓COR = 𝐶N0 exp(
𝑦n + 𝐶N3 

𝐶𝑁1
)                                             for{𝑦n < −𝐶N2} (2.15) 

  

    The parameters 𝐶P0, 𝐶P1, 𝐶P2, 𝐶P3, 𝐶N0, 𝐶N1, 𝐶N2 , and 𝐶N3 in Eq. (2.11) to Eq. (2.15) are 

determined by fitting the model to the averaged flow obtained by CFD analysis of an 

isolated single rotor in this study. An example graph of 𝑓COR is shown in Fig. 2.2. Figure 2.2 

shows the wake profile in the mainstream direction (x-component: u) at xn = 2 . 0  of a single 

rotor. The horizontal axis is the non-dimensional relative coordinate in the y direction to the 

center of the rotor, that is, 𝑦n = (𝑦 − 𝑦𝑘) 𝐷⁄ . The dotted curve in purple shows the profile 

of potential flow and the curve in green shows the super-Gaussian function. The profile 

shown in red is the results obtained by CFD analysis, the details of which will be explained 

in Chapter 3. As shown in Fig. 2.2, the velocity deficit predicted by the CFD can be fit well 

using the super-Gaussian function, however, the peaks indicating velocity acceleration on 

both sides of the velocity deficit cannot be reproduced by the super-Gaussian function. 

Therefore, the super-Gaussian function is corrected by using the correction function 𝑓COR 

that combines the exponential function and the linear function as shown in Fig. 2.3.  Figure 

2.3 shows the region of 𝑦n ≥ 0, and 𝐶P0, 𝐶P1, 𝐶P2, and 𝐶P3 are the fitting parameters in that 
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positive region. Although the same correction is applied to the region of ynδ < 0 , due to the 

asymmetric distribution, the fitting parameters in the negative region are defined as 

𝐶N0, 𝐶N1, 𝐶N2, and 𝐶N3, and the fitting is independently carried out. The ultra-super-Gaussian 

function 𝑓USG_𝑘  is illustrated by a dotted curve in blue in Fig. 2.2, which shows good 

agreement between the wake profiles created by the ultra-super-Gaussian function and the 

CFD analysis.  

 

 

Fig. 2.2 Wake profile in the mainstream direction (x-component: u) at xn = 2.0 of a 
single rotor 
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Fig. 2.3 Correction function for positive range in ynδ  
 
 
 
 

2.2.4 Wake model of the cross-flow direction component (y-component: v) 

The y-direction velocity component 𝑣w(𝑥, 𝑦), which is the average of the unsteady flow 

calculated by CFD analysis for a VAWT wind farm, is different from that obtained by the 

potential flow. Therefore, in this study, the potential flow 𝑣p(𝑥, 𝑦) is modified by adding the 

additional function 𝑑𝑣𝑘(𝑥, 𝑦). The function 𝑑𝑣𝑘(𝑥, 𝑦) is assumed to be proportional to the 

absolute value of the circulation 𝑘, which is obtained by integrating the flow velocity 

along a circle with a radius of r = 0.75D (which is defined as the evaluation position or e.p.) 

around the k-th rotor. The circulation 𝛤SI in Eq. (2.16) is obtained from the CFD simulation 

of an isolated single rotor at a reference wind speed 𝑈∞. The nondimensional function 𝑑𝑣𝑘 

is expressed by the superposition of four Gaussian-type functions 𝑓𝐺_𝑖 and four resonance-

type functions 𝑓𝑅_𝑖, as shown in Eq. (2.17). The Gaussian- and resonance-type functions are 
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defined by Eq. (2.18) and Eq. (2.19), respectively. The concrete examples of the y-component 

profiles are shown in the later (see Fig. 2.8). 

𝑣w(𝑥, 𝑦) = 𝑣p(𝑥, 𝑦) + 𝑈∞ ∑
|

𝑘
|

 |
SI

|
𝑑𝑣𝑘

𝑁

k=1

(𝑥, 𝑦) (2.16) 

  

𝑑𝑣𝑘 = ∑𝑓G_𝑖

4

𝑖=1

+ ∑𝑓R_𝑖

4

𝑖=1

 (2.17) 

  

𝑓G_𝑖 = 𝐶1fg_𝑖 exp (−
(𝑦n − 𝐶3fg_𝑖)

2
  

𝐶2fg_𝑖
) (2.18) 

𝑓R_𝑖 =
𝐶1fr_𝑖   

1 + 𝐶2fr_𝑖(𝑦n − 𝐶3fr_𝑖)
2 (2.19) 

 

2.2.5 Fitting parameters in the wake models 

The wake flow prediction process starts by determining the values of the fitting parameters 

in the wake models of an isolated single rotor by mimicking the averaged flow velocity field 

obtained by the CFD simulation (see Fig. 3.6 in Section 3.3). In this study, the reference wind 

speed U∞ is set as 10 m/s, with which the CFD analysis is conducted. 

There are 11 parameters required to calculate the velocity deficit 𝑑𝑢 in Eq. (2.5) for a 

single rotor and 24 parameters to calculate the function 𝑑𝑣 in Eq. (2.17). Note that the 

subscript k is omitted because, here, an isolated single rotor is considered. The procedure for 
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determining the parameter values including the blockage 𝜇 is shown in Fig. 2.4. The first step 

is to set both the circulation  (assumed to be the strength of the circulation at the center of 

the rotor) and dipole 𝜇 as the input data for the calculation of the potential flow. In the second 

step, a parameter value set giving the smallest error in an appropriate parameter range is 

searched for at each of the 46 different relative positions in the mainstream direction from 

𝑥n  = −10 to 10. Subsequently, using the obtained parameter values, the flow velocity 

distribution is calculated using Eq. (2.4) and Eq. (2.16), without summation for the other 

rotors. The flow field is then integrated along the circle defined as the evaluation position to 

obtain the circulation value ep. The calculated circulation value ep from the integration is 

compared with the value ep_CFD obtained by CFD result. If the difference between both 

circulations at the evaluation position is larger than a small value 휀 (assumed to be 0.0005 

m2/s in this study), other values of  and 𝜇 are selected. The same procedure is repeated 

with the new values, i.e., with the iterative method, to determine the rotor circulation   and 

the reference value of the blockage effect 𝜇ref.  After the execution of this procedure, 𝜇ref is 

determined, as well as   and the other 35 parameters. There are 11 fitting parameters (Cw, 

kw, fp, CN0, CN1, CN2, CN3, CP0, CP1, CP2, and CP3) in fUSG, the values are shown in Table 2.1. 

There are 24 fitting parameters (C1fg_i, C2fg_i, C3fg_i, C1fr_i, C2fr_i, and C3fr_i; [i = 1 to 4]) in 

the function dv, the values are shown in Table 2.2 for the functions fG_i and Tables 2.3 for the 

functions fR_i. The fitting parameters are determined at 46 positions between xn = −10 and xn 

= 10 in the x-direction by comparison between the velocity profiles of the model and the CFD 

result. At an arbitrary x-position in the flow field, the parameters are used for interpolation. 
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Fig. 2.4 Flowchart of determination of fitting parameters and blockage for the reference 

wind speed of an isolated single target rotor  
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Table 2.1 The fitting parameters in the ultra-super-Gaussian function, fUSG 

xn Cw kw fp CN0 CN1 CN2 CN3 CP0 CP1 CP2 CP3 
−10 0.0091 0.6582 0.7010 0.2542 0.9057 0.2054 0.1845 0.4361 2.1068 0.2156 0.1880 
−8 0.0114 0.6905 0.0993 −0.4745 4.7472 2.6759 1.1221 0.2326 0.7857 0.4652 0.1646 
−6 0.0168 0.7932 1.3848 −0.5536 5.5377 3.1215 1.3090 0.1482 0.9012 0.5873 0.0326 
−4 0.0274 0.9092 0.8591 −0.3956 7.7506 1.4080 0.5688 −0.0644 1.6639 3.3820 0.4386 
−2 0.0768 0.7449 0.3266 −0.6307 1.8931 2.0142 0.7956 0.1582 15.5537 5.7160 2.4223 
−1 0.1826 0.7898 0.0532 −0.2961 1.0724 1.4556 0.8866 0.1070 13.8469 3.3443 1.4025 

−0.75 0.2772 0.5971 0.0423 −0.3472 0.7244 1.4133 0.7344 0.0878 9.8289 2.8971 1.5263 
−0.7 0.3000 0.6001 0.0161 −0.4380 0.5724 1.6683 0.7654 0.0849 12.3316 3.0527 0.4652 
−0.6 0.2882 0.6330 0.0552 −0.2869 0.6256 1.3519 0.7741 0.1008 9.7876 2.6759 0.5537 
−0.5 0.3282 0.5557 0.0002 −0.3087 0.5715 1.2986 0.6040 0.1042 7.4638 2.5409 0.7335 
−0.4 0.2887 0.5019 0.0501 −0.3079 0.4466 1.1460 0.6543 0.1325 6.5829 1.9413 0.8771 
−0.3 0.4235 0.2310 0.0501 −0.2739 0.3718 0.9942 0.5110 0.1035 5.9861 1.6361 0.7088 
−0.2 0.6754 0.2062 0.4530 −0.2698 0.3480 0.1711 0.1711 0.0797 5.2713 1.2941 0.3692 
−0.1 0.6232 0.0334 0.1954 −0.0935 0.2087 0.5196 0.5196 0.1074 4.5032 0.2434 0.2433 

0 0.5428 0.0002 0.0503 0.0376 3.2977 1.8589 0.4196 0.1575 3.6227 0.2587 0.2586 
0.1 0.6577 0.0002 0.3936 0.0636 2.3979 1.7094 0.0005 0.1713 3.0411 0.2162 0.2161 
0.2 0.7026 0.0002 0.8119 0.0569 2.7857 0.9608 0.0870 0.1869 2.7598 0.2382 0.2343 
0.3 0.5986 0.2500 2.4680 0.0966 2.3364 0.1319 0.0618 0.2673 2.5117 0.4382 0.1426 
0.4 0.7250 0.2348 2.5906 0.0879 2.0929 0.7942 0.4227 0.2282 2.4431 0.7059 0.2423 
0.5 0.9100 0.2414 2.0028 0.0762 1.8844 0.7625 0.7146 0.2028 2.2853 0.5807 0.2810 
0.6 0.9017 0.2699 1.4722 0.1082 1.9000 0.2629 0.2554 0.2149 2.0951 0.6432 0.4851 
0.7 0.8632 0.2434 2.0263 0.1524 1.7128 0.4202 0.1218 0.2324 2.1085 0.6836 0.4465 

0.75 0.8382 0.2401 2.2507 0.1566 1.7334 0.5260 0.1615 0.2393 2.1085 0.6402 0.4687 
0.8 0.8504 0.2306 2.3917 0.1651 1.7208 0.5245 0.1327 0.2456 2.0862 0.6898 0.4399 
0.9 0.8672 0.2166 2.4366 0.1739 1.7442 0.5439 0.0802 0.2452 2.1060 0.6962 0.4270 
1 0.8762 0.2012 2.2059 0.2108 1.5943 0.8172 0.0553 0.2418 2.1336 0.7414 0.4284 

1.1 0.8914 0.1931 2.1107 0.2157 1.6410 0.8202 0.0080 0.2379 2.1930 0.7759 0.3961 
1.2 0.8879 0.1777 1.9914 0.2077 1.6346 0.8721 0.1508 0.2282 2.2008 0.8100 0.5021 
1.3 0.9051 0.1636 1.8485 0.2067 1.7130 0.9247 0.0650 0.2064 2.2741 0.7501 0.6179 
1.4 0.9128 0.1570 1.7436 0.2088 1.7008 0.9034 0.0864 0.2033 2.2947 0.7559 0.6180 
1.5 0.9219 0.1498 1.6507 0.2090 1.7150 0.8972 0.0837 0.2025 2.3173 0.8285 0.5823 
1.6 0.9303 0.1494 1.3965 0.2043 1.7353 0.8768 0.0966 0.1889 2.4271 0.7589 0.6133 
1.7 0.9296 0.1336 1.4457 0.1977 1.7899 0.9275 0.1035 0.1875 2.4322 0.8566 0.6182 
1.8 0.9378 0.1281 1.2945 0.1940 1.8314 0.9296 0.0805 0.1801 2.4907 0.8648 0.6216 
1.9 0.9436 0.1284 1.1287 0.1920 1.8235 0.8183 0.0833 0.1748 2.5667 0.9122 0.5759 
2 0.9740 0.1333 1.3191 0.1849 1.8677 0.3759 0.0424 0.1971 2.6559 0.9214 0.0583 

2.1 0.9750 0.1277 1.1529 0.1757 1.9256 0.3570 0.0216 0.1867 2.7499 0.9503 0.0442 
2.2 0.9441 0.1243 1.1448 0.1661 2.0006 0.4031 0.0826 0.1743 2.8841 0.9444 0.1459 
2.3 0.9400 0.1194 1.0655 0.1572 2.0721 0.3583 0.0821 0.1666 2.9870 0.9797 0.1179 
2.4 0.9266 0.1147 0.9121 0.1495 2.1548 0.3858 0.0739 0.1531 3.0981 0.9936 0.2387 
2.5 0.9105 0.1129 0.8607 0.1441 2.2145 0.3849 0.0788 0.1480 3.2481 1.0166 0.1923 
3 0.7977 0.1058 0.6963 0.1077 2.8396 0.3861 0.0758 0.1184 4.2106 1.1886 0.1689 
4 0.5657 0.1063 0.4007 0.3131 2.1568 6.6251 0.1685 0.3866 2.6141 6.8336 0.3954 
6 0.3571 0.1143 0.3388 0.1253 3.5691 7.9674 1.5521 0.2249 3.9554 7.7057 1.1499 
8 0.3064 0.1051 0.0357 0.0941 4.8910 8.3139 0.8055 0.1531 5.3229 7.8979 1.2282 
10 0.2920 0.0905 0.3596 0.1307 3.5955 8.6259 1.2900 0.1461 5.2149 7.7429 1.0662 
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Table 2.2 The fitting parameters in Gaussian-type functions, fG_i 

xn C1fg1 C2fg1 C2fg1 C1fg2 C2fg2 C2fg2 C1fg3 C2fg3 C2fg3 C1fg4 C2fg4 C3fg4 
−10 0.0235 0.1686 −0.3653 −0.0231 0.1752 −0.3619 −0.0597 0.0938 1.5479 0.0597 0.0952 1.5486 
−8 0.0108 0.1888 −0.2683 −0.0081 0.1372 −0.3694 −0.0103 0.1976 0.1644 0.0078 0.1417 0.2737 
−6 0.0135 0.1554 −0.3257 −0.0159 0.1723 −0.2669 −0.0427 0.1721 0.1944 0.0448 0.1779 0.1726 
−4 0.0229 0.4217 −1.3449 −0.0224 0.4184 −1.3278 −0.0531 0.0965 0.4337 0.0540 0.0973 0.4337 
−2 0.0082 0.3241 −1.1351 −0.0044 0.3085 −1.0243 0.0142 0.2679 0.3599 −0.0101 0.7884 0.4118 
−1 0.0250 0.4050 −1.2649 −0.0250 0.3950 −1.1774 0.0156 0.4366 0.2983 −0.0092 1.1056 0.5103 

−0.75 −0.0212 0.2538 −0.5622 0.0362 0.1196 −0.2382 0.0133 0.1835 0.9382 −0.0112 0.4931 0.8562 
−0.7 −0.0198 0.1009 −0.9601 −0.0194 0.0485 −0.5937 −0.0272 0.2134 0.5007 0.0221 0.7050 0.1507 
−0.6 −0.0421 0.5509 −0.2054 0.0235 0.0507 −0.5007 0.0202 0.2292 0.7502 −0.0123 1.0304 0.4118 
−0.5 −0.1213 1.1116 −0.4966 0.0780 1.1743 −0.7618 0.1627 0.1053 0.8753 −0.1438 0.1041 0.8753 
−0.4 −0.1678 0.9429 −0.7003 0.1329 1.0688 −0.8001 0.0942 0.1765 0.3735 −0.1902 0.1649 0.2601 
−0.3 −0.0451 0.6440 −0.7994 0.0202 1.1743 −1.0633 −0.0198 0.1237 0.5260 −0.0968 0.0549 0.4159 
−0.2 −0.0870 0.3531 −0.4945 0.0488 0.1115 −0.6442 −0.0277 0.0174 0.4979 −0.1414 0.1458 0.2983 
−0.1 −0.0111 0.1642 −1.1036 0.0371 0.0441 −0.5663 0.0461 0.2134 0.8890 −0.1499 0.5382 0.2635 

0 −0.0282 0.2644 −0.7399 0.0321 0.2067 −0.5096 −0.0188 0.1606 0.6415 −0.1988 0.1055 0.3195 
0.1 −0.0101 0.1185 −1.0749 0.0648 0.0471 −0.5048 −0.0347 0.0912 0.5759 −0.1326 0.1690 0.1507 
0.2 −0.0086 0.1905 −0.8931 0.0829 0.0559 −0.4788 0.1798 0.0244 0.5212 −0.1983 0.0467 0.4911 
0.3 −0.0207 0.4419 −0.3236 0.0560 0.1071 −0.4590 0.0998 0.1044 0.3243 −0.0432 0.0118 0.7140 
0.4 −0.0301 0.2881 −0.8644 0.0458 0.5590 −0.4720 0.0930 0.0640 0.4118 −0.0321 0.0200 0.7194 
0.5 −0.0782 0.4384 −0.6955 0.1074 0.5869 −0.4583 0.0617 0.1149 0.4528 −0.0458 0.0221 0.7659 
0.6 −0.0075 0.1009 −0.8507 0.0620 0.1972 −0.3284 0.0980 0.0508 0.4549 −0.0153 0.1649 0.3134 
0.7 −0.0116 0.2116 −0.5554 0.0341 0.0302 −0.4679 0.0823 0.6071 0.2744 −0.0290 0.8212 0.6627 
0.75 −0.0559 0.4797 −0.5663 0.0822 0.6792 −0.2601 0.0606 0.8796 0.3729 −0.0480 1.1384 0.5431 
0.8 −0.0641 0.4331 −0.5472 0.0928 0.5810 −0.2874 0.0702 0.8866 0.4494 −0.0569 1.0591 0.6319 
0.9 −0.0324 0.2019 −0.6852 0.0464 0.5345 −0.4195 0.2196 0.8986 0.2774 −0.1847 1.1113 0.2855 
1 −0.0195 0.0280 −0.6645 0.0231 0.0927 −0.3909 0.1242 0.8241 0.7064 −0.1016 0.6778 0.9532 

1.1 −0.0107 0.2134 −0.5882 0.0321 0.0485 −0.3264 0.1567 0.9455 0.5062 −0.1289 1.0222 0.6326 
1.2 −0.0219 0.1079 −0.4754 0.0590 0.0661 −0.3271 0.1216 0.9341 0.6162 −0.1017 0.9743 0.7481 
1.3 −0.0558 0.0745 −0.5868 0.0794 0.1665 −0.3756 0.0442 0.1009 0.5868 −0.0063 1.0618 1.4181 
1.4 −0.0680 0.0872 −0.5884 0.0808 0.1703 −0.4052 0.0379 0.0807 0.5984 −0.0082 0.8341 1.3434 
1.5 −0.0694 0.0877 −0.5999 0.0810 0.1966 −0.4046 0.0406 0.0807 0.6152 −0.0074 1.1495 1.6060 
1.6 −0.0722 0.0915 −0.5991 0.1011 0.2151 −0.3756 0.0540 0.1458 0.6705 −0.0273 0.7772 0.5111 
1.7 −0.0551 0.0708 −0.5765 0.0867 0.1519 −0.3620 0.0340 0.0817 0.6651 −0.0060 1.3904 1.0672 
1.8 −0.0155 0.0552 −0.5759 0.0634 0.0961 −0.2594 0.1763 0.0736 0.6538 −0.1443 0.0795 0.6524 
1.9 −0.0372 0.0745 −0.5528 0.0779 0.1463 −0.2945 0.0737 0.2138 0.7138 −0.0492 0.4508 0.6401 
2 −0.0160 0.0745 −0.5143 0.0693 0.0894 −0.2747 0.1489 0.0990 0.7382 −0.1203 0.1036 0.7424 

2.1 −0.0602 0.0877 −0.5690 0.0880 0.1811 −0.3981 0.0455 0.3259 0.6873 −0.0301 0.8226 0.5003 
2.2 −0.0496 0.0991 −0.5868 0.0715 0.2031 −0.3920 0.0619 0.1132 0.6155 −0.0466 0.1882 0.5007 
2.3 −0.0718 0.1378 −0.5964 0.0937 0.2646 −0.4255 0.0416 0.1352 0.6401 −0.0276 0.5382 0.2819 
2.4 −0.0469 0.1202 −0.5868 0.0655 0.2646 −0.3790 0.0355 0.1202 0.6436 −0.0234 0.4507 0.3257 
2.5 −0.0363 0.1149 −0.6060 0.0529 0.2998 −0.3735 0.0284 0.1158 0.6360 −0.0172 0.5382 0.2382 
3 −0.0111 1.4491 −1.3743 0.0219 0.8227 −0.7618 0.0533 0.3804 0.3011 −0.0405 0.7993 0.2054 
4 0.0096 0.1062 −1.1569 −0.0037 0.2368 −1.0284 0.0125 0.1835 0.3284 −0.0099 0.2470 1.3101 
6 0.0224 0.6458 −0.8438 −0.0217 0.7993 −0.8329 −0.0067 0.0921 0.2259 0.0139 0.1854 0.1944 
8 0.0231 0.4278 −0.6121 −0.0225 0.3979 −0.6374 −0.0258 0.4929 0.5649 0.0301 0.4274 0.5417 

10 0.0247 0.4050 −1.0838 −0.0246 0.3745 −1.0626 −0.0270 0.4929 0.4884 0.0312 0.4425 0.4774 
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Table 2.3 The fitting parameters in resonance-type functions, fR_i 
 

xn C1fr1 C2fr1 C3fr1 C1fr2 C2fr2 C3fr2 C1fr3 C2fr3 C3fr3 C1fr3 C2fr3 C3fr3 
−10 0.2350 0.0101 −0.0006 −0.2396 0.0101 0.3111 1.6824 1.4410 −0.0001 −1.6824 1.4410 0.0001 
−8 0.2405 0.0087 −0.2206 −0.2456 0.0087 0.2860 1.0335 1.3209 −0.0001 −1.0335 1.3209 0.0001 
−6 0.2470 0.0161 −0.0988 −0.2538 0.0163 0.4355 1.2991 0.6408 −0.0004 −1.2991 0.6408 0.0004 
−4 0.2460 0.0237 −0.4757 −0.2534 0.0237 0.2733 1.7798 0.8008 0.0007 −1.7798 0.8008 −0.0007 
−2 0.3042 0.0648 −0.4639 −0.3168 0.0652 0.3341 2.6455 1.2809 0.0024 −2.6455 1.2809 −0.0024 
−1 0.2864 0.0647 −0.6180 −0.3014 0.0660 0.1831 4.6927 0.6408 0.0159 −4.6927 0.6408 −0.0159 

−0.75 0.2980 0.0607 −0.6671 −0.3132 0.0622 0.0819 5.0415 0.8016 0.0214 −5.0415 0.8016 −0.0214 
−0.7 0.2742 0.0568 −0.2993 −0.2964 0.0632 0.4784 5.5835 0.8906 0.0209 −5.5835 0.8906 −0.0209 
−0.6 0.2550 0.0575 −0.4743 −0.2768 0.0636 0.3882 6.0181 1.0445 0.0213 −6.0181 1.0445 −0.0213 
−0.5 0.2636 0.0556 −0.5181 −0.2821 0.0600 0.3116 6.0327 1.1109 0.0240 −6.0327 1.1109 −0.0240 
−0.4 0.2591 0.0565 −0.5181 −0.2791 0.0619 0.3062 6.0938 1.1992 0.0259 −6.0938 1.1992 −0.0259 
−0.3 0.2593 0.0562 −0.4743 −0.2776 0.0613 0.3062 6.0913 1.0992 0.0268 −6.0913 1.0992 −0.0268 
−0.2 0.2771 0.0544 −0.2200 −0.2958 0.0603 0.4757 6.1938 1.0992 0.0275 −6.1938 1.0992 −0.0275 
−0.1 0.2784 0.0538 −0.1899 −0.2959 0.0594 0.4757 6.1182 0.9992 0.0273 −6.1182 0.9992 −0.0273 

0 0.2802 0.0552 −0.1681 −0.2976 0.0613 0.4873 6.1572 0.9992 0.0267 −6.1572 0.9992 −0.0267 
0.1 0.2839 0.0538 −0.3431 −0.2976 0.0577 0.3075 6.0498 0.9992 0.0267 −6.0498 0.9992 −0.0267 
0.2 0.2344 0.0547 −0.4962 −0.2447 0.0578 0.3116 5.8423 1.0453 0.0269 −5.8423 1.0453 −0.0269 
0.3 0.2285 0.0538 −0.5071 −0.2355 0.0557 0.3021 5.7690 0.9570 0.0257 −5.7690 0.9570 −0.0257 
0.4 0.2608 0.0557 −0.2966 −0.2665 0.0575 0.3896 5.6689 0.9008 0.0244 −5.6689 0.9008 −0.0244 
0.5 0.2589 0.0510 −0.2316 −0.2619 0.0519 0.4347 5.3271 0.8008 0.0244 −5.3271 0.8008 −0.0244 
0.6 0.2679 0.0500 −0.1260 −0.2689 0.0505 0.5311 5.3979 0.8008 0.0214 −5.3979 0.8008 −0.0214 
0.7 0.2399 0.0501 −0.0382 −0.2391 0.0505 0.7026 4.7998 0.8008 0.0217 −4.7998 0.8008 −0.0217 
0.75 0.2698 0.0542 0.0493 −0.2668 0.0539 0.7136 4.1235 0.8039 0.0238 −4.1235 0.8039 −0.0238 
0.8 0.2462 0.0580 0.0493 −0.2421 0.0575 0.7806 4.5215 0.8227 0.0196 −4.5215 0.8227 −0.0196 
0.9 0.2860 0.0580 0.0518 −0.2794 0.0566 0.6763 4.8775 0.7918 0.0158 −4.8775 0.7918 −0.0158 
1 0.2571 0.0519 0.0542 −0.2494 0.0501 0.7363 5.2356 0.7008 0.0131 −5.2356 0.7008 −0.0131 

1.1 0.2719 0.0569 0.0542 −0.2620 0.0544 0.7061 4.3723 0.7208 0.0117 −4.3723 0.7208 −0.0117 
1.2 0.1681 0.0445 0.0710 −0.1605 0.0426 1.0612 2.2775 0.5074 0.0210 −2.2775 0.5074 −0.0210 
1.3 0.3056 0.0543 −0.2436 −0.2901 0.0497 0.3166 2.4834 0.6488 0.0115 −2.4834 0.6488 −0.0115 
1.4 0.3011 0.0707 0.0688 −0.2866 0.0673 0.6694 3.0307 1.0250 0.0035 −3.0307 1.0250 −0.0035 
1.5 0.3249 0.0551 −0.2494 −0.3071 0.0503 0.2907 2.3580 1.6010 0.0019 −2.3580 1.6010 −0.0019 
1.6 0.2896 0.0539 −0.2406 −0.2722 0.0488 0.3316 2.5045 1.6788 −0.0028 −2.5045 1.6788 0.0028 
1.7 0.2894 0.0482 −0.1825 −0.2739 0.0442 0.3709 2.3087 1.5857 −0.0061 −2.3087 1.5857 0.0061 
1.8 0.2839 0.0425 −0.3007 −0.2681 0.0386 0.2556 1.9482 1.1992 −0.0108 −1.9482 1.1992 0.0108 
1.9 0.3027 0.0386 −0.0691 −0.2893 0.0361 0.4328 2.6024 1.3038 −0.0101 −2.6024 1.3038 0.0101 
2 0.2838 0.0284 −0.1701 −0.2721 0.0264 0.3567 2.1167 1.6008 −0.0142 −2.1167 1.6008 0.0142 

2.1 0.2867 0.0319 −0.0874 −0.2739 0.0297 0.4251 4.2651 1.0992 −0.0097 −4.2651 1.0992 0.0097 
2.2 0.2430 0.0313 −0.1366 −0.2300 0.0285 0.4306 4.7534 1.2008 −0.0100 −4.7534 1.2008 0.0100 
2.3 0.2664 0.0291 −0.0942 −0.2542 0.0270 0.4251 5.3882 1.0398 −0.0098 −5.3882 1.0398 0.0098 
2.4 0.2539 0.0294 −0.0901 −0.2412 0.0271 0.4306 5.8081 1.0281 −0.0100 −5.8081 1.0281 0.0100 
2.5 0.2307 0.0250 −0.1487 −0.2185 0.0228 0.4444 5.9830 0.9945 −0.0104 −5.9830 0.9945 0.0104 
3 0.2566 0.0226 −0.1334 −0.2425 0.0203 0.3124 4.3969 0.8562 −0.0176 −4.3969 0.8562 0.0176 
4 0.2470 0.0164 0.0075 −0.2347 0.0147 0.3545 5.3616 0.5986 −0.0135 −5.3616 0.5986 0.0135 
6 0.2499 0.0098 0.0062 −0.2410 0.0089 0.1392 2.5100 0.4103 −0.0108 −2.5100 0.4103 0.0108 
8 0.2223 0.0098 0.0395 −0.2160 0.0094 0.1740 2.9275 0.4103 −0.0014 −2.9275 0.4103 0.0014 

10 0.2540 0.0253 0.0462 −0.2489 0.0254 0.1833 3.1876 0.3155 0.0001 −3.1876 0.3155 −0.0001 
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2.2.6 Interaction model 

The circulation deflects the wake and causes the interaction between the rotors. To take 

the effects into consideration, the Biot-Savart law is introduced, in this study, to consider the 

variations in the wake shift and the width owing to the interaction between the rotors. Figure 

2.5 shows a schematic of a pair of rotors and the induced velocities ∆𝑉ind_𝑘, ∆𝑉ind_𝑗 at an 

arbitrary point caused by the k-th rotor and j-th rotor. 

 

Fig. 2.5 Schematic image of the induced velocities of a rotor pair 
 
 
 

The wake shift 𝑘 introduced in Eq. (2.9) can be expressed in the present wake model 

using Eq. (2.20). The function (𝑘/SI)SI in front of the bracket on the right side of Eq. 

(2.20) is the wake deflection of a single rotor at an arbitrary upstream wind speed. The wake 

shift of the considered k-th rotor is assumed to be proportional to the circulation. As 

mentioned previously, 𝛤𝑆𝐼 is the circulation obtained from the CFD simulation of an isolated 

single rotor at the reference wind speed; 𝑆𝐼 is the wake shift of the rotor in the reference 
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wind condition. The second term in the bracket expresses the effects of the interaction on the 

wake shift of the k-th rotor (𝑘), and is related to the x- and y-components of the induced 

velocity ( ∆𝑉ind_𝑘, ∆𝑉ind_𝑗 )  at an arbitrary point (see Fig. 2.5). Factors 𝛽1  and 𝛽2  are 

correction constants for the wake shift in the case of the VAWT cluster. The sign of the 

second term in parenthesis in Eq. (2.20) depends on the rotational direction of the pair rotor, 

and is positive for a rotor pair rotating in the same direction. The sign before the induced 

velocity 𝑣𝑖𝑛𝑑 in the index of the exponential function in Eq. (2.20) is positive when the rotor 

rotates in the counterclockwise direction. The x-component of the induced velocity caused 

by the j-th rotor at an arbitrary point is given by Eq. (2.21). Similarly, the y-component of 

the induced velocity is expressed by Eq. (2.22). 

𝑘 =
𝑘

 SI
SI [1 ± (1 − 𝛽1𝑢ind)|𝑣ind| (1 − 𝑒

−
(𝑥−𝑥𝑘)

2𝐷(1±𝑣ind))] (2.20) 

𝑢ind = ∑
𝑗

 𝑟𝑗
sin

𝑗

𝑗

 (2.21) 

𝑣ind = ∑
𝑗

 𝑟𝑗
cos

𝑗

𝑗

 (2.22) 

  

In addition to its effect on the wake shift, the interaction also affects the wake width. 

Therefore, a factor (1 + ) is added to the expression for 𝑑w(𝑥n) in Eq. (2.8) to improve the 

prediction of the wake width, as expressed in Eq. (2.23). Equation (2.24) defines the variable 



31 
 

, which consists of a constant 𝛽3 and the summation of the effects of 𝑢ind caused by all the 

rotors except for the k-th rotor. 

𝑑w(𝑥n) = 1 + 𝑘wln(1 + 𝑒2(1+𝛼)𝑥n) (2.23) 

𝛼 = 𝛽3 ∑
𝑗

 𝑟𝑗
sin

𝑗

𝑗≠𝑘

 (2.24) 

 

2.2.7 Flow field simulation 

The rough procedure for simulating the flow field around VAWT cluster and the rotor 

performances is shown in Fig. 2.6. In the beginning, the calculation conditions (the upstream 

wind speed (U∞), the center coordinates of rotors (𝑥𝑘, 𝑦𝑘), and the rotational directions) and 

parameters set obtained by CFD analysis of an isolated single rotor are input. If the 

circulations 𝛤𝑘  and blockages 𝜇𝑘  are given in some way, the potential flow (𝑢𝑝(𝑥, 𝑦),  

𝑣𝑝(𝑥, 𝑦)) is calculated. Then, the wake flow (𝑢𝑤(𝑥, 𝑦), 𝑣𝑤(𝑥, 𝑦)) is obtained using the wake 

model in this study.  The new circulation ep_𝑘 of each rotor can be obtained by integration 

of the created flow field along a circle path of the radius equal to the evaluation position 

(e.p.).  However, the calculated circulation in VAWT cluster tends to have large error due to 

the complication of the flow field near the rotor. Therefore, in this study, the rotor 

performances like the angular velocity 𝜔𝑘, torque 𝑄𝑘, and output power 𝑃𝑘 are calculated 

using the initial circulation through the relations obtained by the CFD analysis of an isolated 

single rotor, which will be explained in Chapter 3 
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Fig. 2.6 Rough procedure for simulating the flow field and the rotor performances 
 

 

2.2.8 Comparisons of the flow field of a Single rotor between the model and CFD 

Figure 2.7 shows an example of the flow field obtained by the proposed wake model, 

which is compared with the averaged flow obtained by the CFD analysis. The rotor, the 

details will be explained in Chapter 3, is expressed by a circle in Fig. 2.7. The left-hand side 

in Fig. 2.7 shows the x-component distributions and the right-hand side the y-component 

distributions, which are calculated assuming the reference upstream flow speed of 10 m/s. 

The appearance of the distributions of both velocity components obtained by the model 

coincides that of the CFD analysis. The velocity profiles of the x- and y-components at xn = 
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2 and 4 are compared between the model and CFD in Fig. 2.8a and Fig. 2.8b, respectively. It 

is clear that the proposed wake model can mimic the CFD-created flow filed very well in the 

case of an isolated single rotor. In addition to the flow velocity distributions, the rotational 

speed and output power of the single rotor can be predicted well: i.e., in this example, the 

wake model predicts the rotor speed of 3463 rpm and the power of 180.31 mW, which are 

almost the same as the CFD results of 3496 rpm and 177.62 mW. 

 

 

 

 

 

 

                     (a) x-component (u)                                                    (b) y-component (v)                                                

Fig. 2.7 Distributions of the flow velocity around an isolated single rotor (U∞ = 10 m/s) 
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                                 (a)  xn = 2                                                             (b) xn = 4                                                     

Fig. 2.8 Comparison of the velocity profiles in the wake of a single rotor between the 
proposed wake model and CFD 

 

 

2.2.9 Comparisons of the flow field of a rotor pair between the model and CFD 

In this section, the results of the flow field around a pair of co-rotating rotors are illustrated, 

as an example, to show the effects of the interaction model introduced in Section 2.2.6. All 

the results obtained by the present model shown in this section are calculated under the 

conditions of the upstream wind speed of 10 m/s and the same initial (or input) circulations 

as the circulations calculated from the compared CFD-created flow field. Figures 2.9 and 

2.11 show the distributions of each component of the flow velocity which are obtained by 
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the wake model without interaction effects, including the CFD results for comparison. 

Figures 2.10a and 2.12a show the velocity profiles obtained by the model and CFD at xn = 2 

of x-component: u and y-component: v, respectively. Similarly, Figs 2.10b and 2.12b show 

the comparisons of the velocity profiles at xn = 4 between the model and CFD. These 

comparisons shown in Figs. 2.9–2.12 make clear that the results obtained by the model 

without the interaction effects are very different from the CFD-created flow around a rotor 

pair. 

With the same manner as Figs. 2.9–2.12, Figs. 2.13–2.16 show the results including the 

interaction effects when setting 
1

= 0.5, 
2

= 2.0,  and 
3

= 0.15. The wake shape and 

velocity profiles clearly approach the CFD results by including the interaction effects 

between the rotors, although some differences remain. 

In addition, the circulation of each rotor, which is obtained by integrating the flow field 

created by the model considering the interaction effects, is different from that of the initial 

value or the CFD analysis. In this example, the circulations obtained from the model flow 

field are 0.288 for the upper rotor (R1) and 0.337 for the lower rotor (R2), which are –11.89 % 

and –3.74% of those of the CFD analysis, respectively. 
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Fig. 2.9 Distributions of the flow velocity (x-component: u) around a pair of rotors 
(without interaction effects, U∞ = 10 m/s) 

 
 

 

 
     (a)  xn = 2                                                           (b) xn = 4 
 
Fig. 2.10 Comparison of the velocity profiles (x-component: u) around a pair of rotors 

between the present model and CFD (without interaction effects, U∞ = 10 m/s) 
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Fig. 2.11 Distributions of the flow velocity (y-component: v) around a pair of rotors 
(without interaction effects, U∞ = 10 m/s) 

 
 
 

 
 
      (a)  xn = 2                                                            (b) xn = 4 
 

Fig. 2.12 Comparison of the velocity profiles (y-component: v) around a pair of rotors 
between the present model and CFD (without interaction effects, U∞ = 10 m/s) 
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Fig. 2.13 Distributions of the flow velocity (x-component: u) around a pair of rotors 
(with interaction effects, U∞ = 10 m/s) 

 
 

 

 
 
      (a)  xn = 2                                                            (b) xn = 4 
  
Fig. 2.14 Comparison of the velocity profiles (x-component: u) around a pair of rotors 

between the present model and CFD (with interaction effects, U∞ = 10 m/s) 



39 
 

 
 

Fig. 2.15 Distributions of the flow velocity (y-component: v) around a pair of rotors 
(with interaction effects, U∞ = 10 m/s) 

 
 
 

 
 

     (a)  xn = 2                                                             (b) xn = 4 
 

Fig. 2.16 Comparison of the velocity profiles (y-component: v) around a pair of rotors 
between the present model and CFD (with interaction effects, U∞ = 10 m/s) 
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2.3 Method to find out an appropriate state of a VAWT cluster  

  In section 2.2, it was shown that the proposed wake model including the interaction 

effects caused by the induced velocity can mimic the CFD-created flow field if adequate 

initial value set of circulations and blockages are given. However, to simulate the VAWT 

wind farm or cluster, it is necessary to determine the adequate set of input values. In this 

section, the method to find out an appropriate state of a VAWT cluster, or to determine the 

appropriate input values of circulations and blockages of the rotors in the VAWT cluster. 

 

2.3.1 Momentum conservation 

In the 2D-CFD analysis which the presents wake model mimics, the mass conservation 

and the momentum conservation are satisfied. In this study, the momentum conservation in 

the x-direction is used to determine an appropriate state of a VAWT cluster as a result of 

preparatory investigations. Figure 2.17 shows a schematic image of a control volume (CV) 

used for the calculation of the flow field around an isolated single rotor, as an example. In 

Fig. 2.17, the relevant forces acting on the fluid in the CV and the momentum flows in 

relation to the momentum conservation in the x-direction are illustrated.  
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Fig. 2.17 Schematic image showing the momentum flows and relevant forces in the x-
direction of the control volume (CV) in the case of an isolated single rotor 

 

The prepared data of an isolated single rotor, regardless of CFD data or experimental data, 

must satisfy the Newton's equation of motion like Eq. (2.25) regarding the x-direction. The 

left-hand side of Eq. (2.25) is the total force acting on the fluid in the x direction (main flow 

direction) and the right-hand side shows the variation in the momentum in the x direction per 

unit time. The variation in the momentum ∆(�̇�𝑢𝑥) is calculated from the flow velocity at the 

boundaries of CV by Eq. (2.26), in which the mass flow rate �̇�𝑥 and �̇�𝑦 are expressed by 

𝜌𝑢𝑑𝑦  and 𝜌𝑣𝑑𝑥 , respectively. Here, ρ is the air density; dx and dy are small boundary 

elements. The total force 𝐹net_𝑥 is given by Eq. (2.27), in which the pressure forces Fpin and 

Fpout acting on the inlet and outlet boundaries are considered and are calculated by the 

integration along each boundary. The Fp in Eq. (2.27) shows the total pressure force in the 
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x-direction and means the pressure loss. The forces (𝐹_𝜏_top , 𝐹_𝜏_bottom) caused by shear stress 

on the top and bottom boundaries are neglected in this study. From Eqs. (2.25) and (2.27), 

the relation of Eq. (2.28) is obtained for an isolated single rotor. In the method proposed here, 

the pressure loss Fp has to be prepared as a function of the upstream speed or the 

corresponding circulation of a single rotor for an applied CV. Note that the pressure loss Fp 

cannot be calculated from the model flow field obtained by using Eq. (2.4) and Eq. (2.16). 

𝐹net_𝑥 = ∆(�̇�𝑢𝑥) (2.25) 

  

∆(�̇�𝑢𝑥) = −∫�̇�𝑥𝑢𝑖𝑛 + ∫�̇�𝑥𝑢𝑜𝑢𝑡 − ∫�̇�𝑦𝑢𝑏𝑜𝑡𝑡𝑜𝑚 + ∫�̇�𝑦𝑢𝑡𝑜𝑝 (2.26) 

  

𝐹net_𝑥 = −𝑇ℎ + ∫𝑝in𝑑𝑦 − ∫𝑝out𝑑𝑦 = −𝑇ℎ + 𝐹𝑝in − 𝐹𝑝out = −𝑇ℎ + 𝐹𝑝 (2.27) 

  

∆(�̇�𝑢𝑥) = −𝑇ℎ + 𝐹𝑝 (2.28) 

 

To apply the momentum balance given by Eq. (2.28) to VAWT cluster, an evaluation 

function Err is defined by Eq. (2.29), 

𝐸𝑟𝑟 = ∆(�̇�𝑢𝑥) + ∑𝑇ℎ𝑘

𝑘

− ∑𝑓𝑝𝑘

𝑘

𝐹𝑝𝑘 (2.29) 

 

where 𝑇ℎ𝑘 and 𝐹𝑝𝑘 are the thrust force and pressure loss caused by the k-th rotor under the 

condition of an isolated single rotor, respectively.  𝑇ℎ𝑘 and 𝐹𝑝𝑘 are calculated using the input 
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value of circulation (𝑘) based on the prepared information for an isolated single rotor. 𝑓𝑝𝑘 

is the correction function introduced to express the interaction caused by the superposition 

of wakes between the k-th rotor and other rotors and is defined by Eq. (2.30), in which 𝐼𝑗 is 

a function expressing the interaction strength (or intensity) from the j-th rotor to the k-th 

rotor. 

𝑓𝑝𝑘 = 1 − ∑𝐼𝑗
𝑗≠𝑘

 (2.30) 

 

In this method, the blockage 𝜇𝑘 of each rotor is related to the circulation 𝛤𝑘 through the 

relation obtained from the isolated single rotor performance which will be explained in 

Chapter 3. The effects of the blockages, as well as the circulations, on the flow field are 

included in the variation of the momentum ∆(�̇�𝑢𝑥) and are reflected on the momentum 

conservation in the x-direction      

 

  2.3.2 Categorization of rotor pair layouts  

Before proceeding the detailed description of the interaction functions Ij, the 

categorization of the layout of a paired rotor is explained in this section. There are four typical 

layouts of two 2D-VAWT rotors as shown in Fig. 2.18; i.e., the co-rotating (CO), counter-

down (CD), counter-up (CU), and tandem (TD). The three layouts of CO, CD, and CU are 

the side-by-side arrangements. On the other hand, the layouts of TD include two kinds of 

arrangements, co-rotating or inverse rotating, of two rotors in line parallel to the main flow. 

An arbitrary rotor pair selected in the calculation process has a different layout from the 
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typical aforementioned layouts. However, in this study, an arbitrary rotor pair is categorized 

roughly into the four gropes, i.e., CO-like, CD-like, CU-like, and TD-like layouts.  

 

 
 

Fig. 2.18 Four categories of the layouts between the selected two rotors: (a) co-rotating 
(CO); (b) counter-down (CD); (c) counter-up (CU); (d) tandem (TD) 

 
 
 
 

2.3.3 Interaction function 

  In this method, the interaction function 𝐼𝑗 is defined separately for each category of the 

selected two-rotor layout as shown in Eq. (2.31) to Eq. (2.34). 𝜑𝑗 is defined as the angle 

between the direction seeing from the k-th rotor to the j-th rotor and the upwind direction as 

shown in Fig. 2.19. 𝑟𝑗𝑘 is the distance between the centers of the two rotors. A constant angle 

γ1 divides the CV into two zones, i.e., the wake zone (in grey) and the out of wake zone (in 

white). If the j-th rotor (counterpart to the k-th rotor) exists in the wake zone, Eq. (2.34) is 

used to calculate of the interaction function 𝐼𝑗 as the TD-like layout. When the counterpart 

rotor exists in the out of wake zone, the equation used for the calculation of the interaction 

function 𝐼𝑗 is determined as one of three Eq. (2.31) to Eq. (2.33) according to the 

corresponding layout category of the two rotors. The fitting parameters of 𝛼1, 𝛼2, 𝛼3, and 𝛼4 
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are introduced so as to obtain a sufficient correspondence between the results of rotor power 

prediction using the model and the CFD analysis, in the specific four conditions of paired 

rotors, i.e., CO, CD, CU, and TD layouts. 

𝐼𝑗 = 𝛼1

|𝑗|

SI
|sin𝜑𝑗| (

𝐷

𝑟𝑗𝑘

)

2

     ; for CO‐ like (2.31) 

𝐼𝑗 = 𝛼2

𝑗

SI
sin𝜑𝑗 (

𝐷

𝑟𝑗𝑘

)

2

         ; for CD‐ like (2.32) 

𝐼𝑗 = 𝛼3

𝑗

SI
sin𝜑𝑗 (

𝐷

𝑟𝑗𝑘

)

2

         ; for CU‐ like (2.33) 

𝐼𝑗 = 𝛼4

|𝑗|

SI
cos𝜑𝑗 (

𝐷

𝑟𝑗𝑘

)

2

          ; for TD‐ like (2.34) 

 
 
 

 
 

Fig. 2.19 Definitions of the angle 𝜑𝑗 of the selected two rotors and the wake zone. 
 



46 
 

2.3.4 Procedure to find out an appropriate state  

  The flow chart of the method is shown in Fig. 2.20. Before starting the calculation, the 

relations, such as between the circulation and rotor output, and the fitting parameters must 

be prepared from the information of an isolated single rotor and four specific conditions (i.e., 

CO, CD, CU, and TD layouts) of two rotors. At first, the calculation conditions such as the 

upstream wind speed (U∞), the positions of the rotors, and the rotational directions are input. 

Then, the process of searching for a reasonable combination of circulations is initiated 

starting from the lowest value of the circulation in a given searching range for each rotor. 

With a given combination of circulations, the potential flow is calculated first and it is 

modified by the proposed wake model to include the effects of the velocity deficits. With the 

flow field (uw, vw) obtained, the momentum changes in the x-direction per unit of time 

∆(�̇�𝑢𝑥) is calculated from the four boundary conditions. The thrust force Thk and the 

(isolated single rotor) pressure loss Fpk are calculated using the given circulation value for 

each rotor. Using the interaction function 𝐼𝑗 given by one of Eqs. (2.31)–(2.34), the correction 

function fpk, which expresses the effects of the inter-rotor interaction, is obtained for each 

rotor by Eq. (2.30). Then, the momentum balance Err is evaluated by Eq. (2.29). The “error” 

of momentum balance is defined in Eq. (2.35) in the present study. The denominator in Eq. 

(2.35) is the momentum per unit time entering into the CV from the inlet boundary.   

𝑒𝑟𝑟𝑜𝑟 =
√𝐸𝑟𝑟2

∫ �̇�𝑥𝑢in

 (2.35) 
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The above calculation is repeated by changing the combination of circulations with the 

interval of ΔГ throughout all the searching ranges. After the round robin, a combination of 

circulation Гk which gives the smallest “error” is obtained. In the present study, the similar 

searching process (sub-searching) is repeated twice by narrowing the searching ranges as (Гk 

− ΔГ) ≤ Гk_i ≤ (Гk + ΔГ). Finally, for the smallest “error” condition, the power output of each 

rotor can be obtained. 

 
 

Fig. 2.20 The flow chart of the method 
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2.3.5 Selection of the searching range of circulation 

  An example of a small rotor pair in CO layout is considered in this section to explain the 

selection of the searching range to obtain the adequate circulations. The values of 𝛼1, 𝛼2, 𝛼3, 

and 𝛼4 in Eqs. (2.31)–(2.34) are determined as 0.2304, 0.19, −0.2853, and 1.07, respectively, 

from the preliminary calculations of the specific four layouts of paired rotors. The CV is 

defined as 20D × 20D ×0.868D. The thickness of the CV given by 0.868D corresponds to 

the rotor height of the target rotor of this example. 

  Figures 2.21a and 2.22a show the averaged distributions of the x- and y-component 

velocities calculated by the CFD analysis around two rotors rotating in the counterclockwise 

(CCW) direction. The circulation of the upper rotor (rotor-k) is 0.334 m2/s, which was 

obtained by the integration of flow field along a circle path at r/D = 0.75 (e.p.). The 

circulation of the lower rotor (rotor-j) is 0.345 m2/s. The details of the rotor shape are not 

shown but are replaced by circles in white in Figs. 2.21a and 2.22a. The black solid lines 

around the rotors are path lines which are calculated by assuming several artificial particles. 

  Figures 2.21b and 2.22b are the resultant flow field obtained by the proposed method 

using an in-house code, in which the circulation of each rotor was changed step by step in a 

round robin over a wide searching range from 0.1SI to 1.1SI. Here, SI is the circulation 

of an isolated single rotor obtained from the CFD analysis and the value is 0.326 m2/s in this 

example. The obtained circulations of two rotors in Figs. 2.21b or 2.22b are 𝑘 = 0.072 m2/s 

and 𝑗 = 0.037 m2/s, respectively, and they are different from the CFD results in Figs. 2.21a 

or 2.22a. To illustrate the variation in the error of momentum balance graphically, a new 
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indicator (1 – error) is defined, which approaches 1 when the error becomes small. The 

distribution of the values of (1 – error) obtained in the searching process that resulted in the 

condition of Fig. 2.21b is shown in Fig. 2.23, which includes 625 results corresponding to 

the combinations of circulation values (𝑗, 𝑘) with the interval of (1.1 - 0.1) SI/25. Figure 

2.23 shows that there are a lot of combinations of circulation, i.e., false solutions, which 

might give a small error, if a wide searching range of circulation is used inappropriately.  

  In the parallel layouts (CO, CD, and CU), it is expected that two rotors have large 

circulations close to the value of SI. Therefore, the searching range can be narrowed. Figure 

2.21c and 2.22c are the flow field obtained using a searching range limited from 0.95SIto 

1.1SI for each rotor in the CO layout. The circulation combination giving the smallest error, 

shown in Fig. 2.21c, are 𝑘 = 0.337 m2/s and 𝑗 = 0.349 m2/s, respectively. Figure 2.24 is 

the distribution of the 625 values of (1 – error) obtained in the searching process with the 

limited range from 0.95 SI  to 1.1 SI  for each rotor. The results obtained with an 

appropriately limited searching ranges can approach the CFD results. 
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             (a)                                                (b)                                                (c) 
 

 
 

Fig. 2.21 The distribution of the x-component velocity around two rotors in the CO layout: 
(a) CFD; (b) model with a wide searching range; (c) model with a narrow searching 

range 
 
 
 
 

 

             (a)                                                (b)                                                (c) 
 

 
 

Fig. 2.22 The distribution of the y-component velocity around two rotors in the CO layout: 
(a) CFD; (b) model with a wide searching range; (c) model with a narrow searching 

range 
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Fig. 2.23 Three-dimensional chart showing the distribution of the value of 1– error in the 
model calculation of two rotors in the CO layout with the wide searching range from 

0.1SI to 1.1SI 
 

 
 

Fig. 2.24 Three-dimensional chart showing the distribution of the value of 1– error in the 
model calculation of two rotors in the CO layout with the wide searching range from 

0.95SI to 1.1SI 
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  Incorrect results are also obtained when the rotor at issue exists in the wake of other rotors 

if the wide searching range of circulation is applied. To predict an appropriate rotor state 

close to the CFD result, this study proposes the following procedure to limit the searching 

range of circulation of each rotor in a VAWT cluster. 

  In the procedure, a circular interaction region of the radius Rint is defined around a rotor 

(k) at issue. Let's assume that there are Nint rotors in the region. Only the rotors (j) included 

in the interaction region are considered and are used to decide the searching range of 

circulation of the rotor (k). 

  First of all, the angle 𝜑𝑗 defined in Fig. 2.19 is checked for the all rotors in the interaction 

region. If the absolute value of one of the angles is less than a constant angle γ2, the searching 

range expressed by Eq. (2.36) is applied. Note that the angle γ2 is different from the angle γ1, 

and γ2 is less than γ1. The interaction region is determined to be a circle of Rint = 10D in this 

specific calculation; therefore, the maximum of the inter-rotor distance 𝑟𝑗𝑘  is 10D in Eq. 

(2.36) in this study. 

0.3SI ≤ 𝑘 < (0.075
𝑟𝑗𝑘

𝐷
+ 0.35) SI     ;     for    |𝜑𝑗| < 𝛾2 (2.36) 

 

     In the second step of the procedure, the average distance 𝑑𝑗 between the center of the j-th 

rotor and the stream-wise center line through the k-th rotor at issue is calculated with all the 

counterpart rotors of the k-th rotor in the interaction region using Eq. (2.37). 
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𝑑�̅� =
∑ |𝑑𝑗|𝑗≠𝑘

𝑁int − 1
 (2.37) 

 

       In the third step of the procedure, the search range of the circulation 𝑘 of the k-th rotor 

is determined as one of Eq. (2.38) to Eq. (2.40) according to the averaged lateral distance 𝑑�̅�. 

Figure 2.25 shows schematically the definition of the angle γ2 and three zones determining 

the search range of circulation of k-th rotor. The delimiting lateral distances are determined 

as 𝑑1 = 0.9D and 𝑑2 = 1.5D in this study. 

0.85SI ≤ 𝑘 < 1.0SI     ;       for    0 ≤  𝑑�̅� < 𝑑1 (2.38) 

  

0.9SI ≤ 𝑘 < 1.0SI      ;      for    𝑑1 ≤ 𝑑�̅� < 𝑑2 (2.39) 

  

0.95SI ≤ 𝑘 < 1.1SI     ;       for    𝑑�̅� ≥ 𝑑2 (2.40) 
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Fig. 2.25 Definition of the angle γ2 and three zones (in grey, yellow, and white) determining 
the searching range of circulation of k-th rotor  
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Chapter 3 

 

CFD analysis 

 

3.1 Introduction 

The wake model in this study is designed to mimic the flow field calculated by the 

computational fluid dynamics (CFD) and the results of CFD are also used to validate the 

accuracy of the model. This chapter describes the details of the CFD analysis used in this 

study, covering the target rotor, the governing equations, the computational mesh, and the 

boundary conditions. This chapter also explains the relations obtained by the CFD between 

the target rotor performance and the circulation, as well as the behavior of some important 

parameters used in the method described in Chapter 2.  

 

3.2  Numerical method 
 

3.2.1 Basic equations  

The CFD analysis used in this study is two dimensional. The basic equations are the 

continuity equation shown in Eq. (3.1) and the unsteady incompressible Reynolds averaged 

Navier-Stokes (RANS) equations shown in Eqs. (3.2) and (3.3).  
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div 𝑼 = 0 (3.1) 
  

𝜕𝑈

𝜕𝑡
+ div(𝑈𝑼) = −

1

𝜌

𝜕𝑃

𝜕𝑥
+  div(grad𝑈) +

1

𝜌
div(−𝜌𝑢′𝒖′̅̅ ̅̅ ̅̅ ) (3.2) 

  
𝜕𝑉

𝜕𝑡
+ div(𝑉𝑼) = −

1

𝜌

𝜕𝑃

𝜕𝑦
+  div(grad𝑉) +

1

𝜌
div(−𝜌𝑣′𝒖′̅̅ ̅̅ ̅̅ ) (3.3) 

 

In Eqs. (3.1)–(3.3), 𝑼 = (𝑈, 𝑉) is the two-dimensional averaged velocity vector, and 

𝒖′ = (𝑢′, 𝑣′) is the turbulent velocity vector. −ρ𝑢′𝒖′̅̅ ̅̅ ̅̅   and −ρ𝑣′𝒖′̅̅ ̅̅ ̅̅   show the Reynolds 

stress. P is the averaged pressure, 𝜌 is the air density, and 𝜈 is kinematic viscosity. 

The SST k–ω is used as the turbulence model [1]. The CFD analysis in this study uses 

the dynamic fluid/body interaction (DFBI) model [2] to simulate the change in the rotational 

speed of each rotor. Therefore, the moment of inertia (I) of each rotor with unit height is 

input into the CFD solver to solve the equation of motion about each rotor (see Eq. (3.4)). 

𝑄𝑅 and 𝑄𝐿 in Eq. (3.4) are the rotor torque and load torque, respectively. As the CFD solver, 

the STAR-CCM+ is utilized in this study. 

 

𝐼
𝑑𝜔

𝑑𝑡
= 𝑄𝑅 − 𝑄𝐿 (3.4) 
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3.2.2 Rotor configuration 

In this study, the wind turbine rotor is assumed to be the three-bladed two-dimensional 

rotor used in Hara et al. [2] (see Fig. 3.1). The rotor diameter is D = 0.05 m, the chord length 

is c = 0.02 m and blade cross section: NACA 0018. The moment of inertia is set to be I = 

1.284 .10-4 kgm2 for a rotor with a unit height in CFD analysis. The wind turbine rotors are 

assumed to be controlled according to the ideal load torque curve (QL =3.71×10-9 ω2 (Nm)) 

shown in Fig. 3.2. Note that the torque curves shown in Fig. 3.2 are converted to the 

equivalent values to the experimental rotor with the height of 43.4 mm [2]. As described 

here, the proposed method postulates that the rotor operating conditions are known for the 

several wind speed conditions. 

 

Fig. 3.1 Two-dimensional rotor (Hara et al. [2]) 
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Fig. 3.2 Rotor torque curves and ideal load torque curve of a two-dimensional rotor 
equivalent to the experimental rotor with the height of 43.4 mm. (Hara et al. [2]) 
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3.2.3 Computation mesh 

The computation meshes used in the CFD analysis in this study for a single rotor, a pair 

of rotors and three rotors are shown in Fig. 3.3. The size of the whole domain is 80D × 100D. 

The center of the upstream rotor is located at 40D from the inlet boundary. Figure 3.4 shows 

the mesh around a single rotor (Fig. 3.4a), a pair of rotors (Fig. 3.4b) and three rotors (Fig. 

3.4c). The distance between the centers of the adjacent rotors is equal to 2D in the case of a 

pair of rotors and three rotors (i .e. ,  inter-rotor gap  = 1D).  The total number of cells is 

198,839 in the case of a single rotor, 285,895 in the case of a pair of rotors and 372,641 in 

the case of three rotors. Figures 3.5a and 3.5b show the whole domains of the parallel and 

tandem layouts, respectively. The size of the whole domain is 80D × 100D. The center of 

each four-rotor array is located at 40D from the inlet boundary. Figures 3.5c and 3.5d show 

the mesh around the rotors of the parallel and tandem layouts, respectively. The distance 

between the centers of the adjacent rotors is equal to 4D (i.e., inter-rotor gap = 3D). Figures 

3.5e and 3.5f show the details of the mesh created around a rotor and a blade, respectively. 

These mesh sizes are the same as that used for the CFD analysis of one-, two-, and three- 

rotor arrangements. The total number of cells is 593,880 in the case of the four-rotor parallel 

layout and 473,725 in the case of the four-rotor tandem layout. 
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Fig. 3.3 Computation meshes used in the CFD analysis in this study, whole domain of a 
single rotor, a pair of rotors and three rotors 

 

 

Fig. 3.4 Mesh around the rotor: (a) a single rotor; (b) a pair of rotors; (c) three rotors 
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Fig. 3.5 Computation meshes for the CFD analysis of four-rotor layouts: (a) whole 

domain of the parallel layout; (b) whole domain of the tandem layout; (c) the mesh around 

the 4 rotors in the parallel array; (d) the mesh around the 4 rotors in the tandem array; (e) 

the mesh around a rotor; (f) the mesh around a blade 
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3.3  CFD results analysis 
 

3.3.1 Velocity distribution  

The wake model in this study requires the CFD analysis of an isolated single rotor of 

the target wind turbine to prepare the referenced mean velocity distributions. The reference 

CFD data for the 5 states of the upstream wind speed U∞ of 4, 6, 8, 10, and 12 m/s have 

been prepared in this study. In the CFD calculation, the rotor rotates in counterclockwise. 

Figure 3.6 shows the averaged distribution of the x-component (u) of the flow velocity 

around a single rotor at U∞ = 10 m/s. The flow distribution in Fig. 3.6 shows the creation of 

the wake behind the rotor and the acceleration regions near the rotor. On the other hand, 

Fig. 3.7 shows the averaged distribution of the y-component (v) of the flow velocity around 

the single rotor at U∞ = 10 m/s. The flow distribution in Fig. 3.7 shows the effects of 

circulation around the rotor. 
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Fig. 3.6 Distribution of the x-component: u of the averaged flow velocity around a 
single rotor calculated by CFD at U∞ = 10 m/s  

 

 

Fig. 3.7 Distribution of the y-component: v of the averaged flow velocity around a 
single rotor calculated by CFD at U∞ = 10 m/s  
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3.3.2 Velocity profile and velocity deficit 

Figures 3.8 and 3.9 show the normalized velocity profiles of the x-component in the wake 

of an isolated single rotor for the 5 states of the upstream wind speed U∞ of 4, 6, 8, 10, and 

12 m/s at xn = 0.75 and xn = 2. From Figs. 3.8 and 3.9, it is clear that the normalized velocity 

profiles in the main flow component are almost the same for any wind speed. Figure 3.10 

shows the variation of the velocity profiles of the x-component of the averaged flow behind 

a single rotor in the range from xn = 1 to xn = 10, which shows the upward shift of the profiles, 

i.e., the wake shift. Figures 3.11 and 3.12 show the normalized velocity profiles of the y-

component in the wake of an isolated single rotor for the 5 states of the upstream wind speed 

U∞ of 4, 6, 8, 10, and 12 m/s at xn = 0.75 and xn = 2. Although the profiles of the cross-flow 

component have somewhat difference at the different upstream wind speeds, they have the 

almost the same trend and can be approximated by the averaged profile shown in red dotted 

curve in Figs. 3.11 or 3.12. 
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Fig. 3.8 Normalized profile of the x-component (u) of the averaged flow of a single rotor at 
xn = 0.75 for U∞ of 4, 6, 8, 10, and 12 m/s. A red dotted curve shows the averaged 

profile  
 
 

 

Fig. 3.9 Normalized profile of the x-component (u) of the averaged flow of a single rotor at 
xn = 2.0 for U∞ of 4, 6, 8, 10, and 12 m/s. A red dotted curve shows the averaged 

profile  
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Fig. 3.10 Variation of the velocity profile in the wake of a single rotor  

 

 

Fig. 3.11 Normalized profile of the y-component (v) of the averaged flow of a single rotor 
at xn = 0.75 for U∞ of 4, 6, 8, 10, and 12 m/s. A red dotted curve shows the averaged 

profile  
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Fig. 3.12 Normalized profile of the y-component (v) of the averaged flow of a single rotor 
at xn = 2.0 for U∞ of 4, 6, 8, 10, and 12 m/s. A red dotted curve shows the averaged 

profile  
 

3.3.3 Circulation 

The circulation () around a rotor can be calculated by integrating the flow field using 

Eq. (3.5). Figure 3.13 shows the variations in the circulation calculated around a single rotor 

in the five states of the upstream wind speed U∞ of 4, 6, 8, 10, and 12 m/s. The circulation 

in Fig. 3.13 is obtained by integrating the flow velocity simulated by CFD along a circle 

path whose center is located at the center of a rotor changing the radius r of the circle path. 

Although the circulation varies according to the integration path, the value takes the 

maximum at a position close to the rotor but outside the rotational region set in CFD 

analysis for all the wind speed cases.  

𝑟 = ∮ 𝒖 ∙  𝑑𝒓
𝑟

 (3.5) 
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Fig. 3.13 Circulation of a single rotor 

 

 

The specific radius (𝑟ep/𝐷) which is equal to 0.75 is defined as the evaluation position 

(e.p.) in this study. A dotted circle in red shown in Fig. 3.6 is the integration path with the 

specific radius, i.e., the evaluation position of the circulation. The values of the circulation 

ep at the evaluation position (shown by the black circles in Fig.3.13) are tabulated in Table 

3.1. Figure 3.14 shows a graph of ep listed in Table 3.1 against the upstream speed U∞, 

which gives the liner relation shown in Eq. (3.6) between ep and U∞.  
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Table 3.1. The circulation of the rotor at the evaluation position (ep) in the cases of an 
isolated single rotor in the five different upstream wind speeds (U∞) obtained by CFD 

 

 

 

 

 

 

Fig. 3.14 Relation between upstream wind speed and circulation at evaluation position  
 

ep = 0.0324𝑈∞ (3.6) 
 

 

    In this study, the circulation of a rotor () referred in the model calculation is defined to 

be equivalent to the circulation at the evaluation position (ep) calculated by CFD. The 

circulation ep of an isolated single rotor at the upstream wind speed U∞ = 10 m/s is defined 

as the reference value of the rotor circulation (ref), which is equal to 0.3264 m2/s in the 

target rotor used in this study. 

U∞ (m/s) ep(m2/s) 
4 0.1214 
6 0.1875 
8 0.2604 
10 0.3264 
12 0.3915 
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    3.3.4. Approximation of wake shift of a single rotor  

    The wake shift was illustrated in Fig. 3.10. Figure 3.15 shows the detailed variations of 

the minimum speed location, or maximum velocity deficit position, in the wake in the main 

stream direction at different upstream wind speeds. The wake shift 𝛿 is normalized by the 

rotor diameter D in Fig. 3.15 and the horizontal axis is the normalized x coordinate (𝑥n =

 (𝑥 − 𝑥𝑘) 𝐷⁄ ). The averaged variation of the normalized wake shift is drawn by a dashed 

curve in red in Fig. 3.15 and shown by black circles in Fig. 3.16. 

  

 

Fig. 3.15 Wake shift of the averaged flow of a single rotor 
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Fig. 3.16 Average wake shift of the averaged flow of a single rotor 

 

    The averaged wake shift, which is defined as𝛿SI, shown in Fig. 3.16 can be approximated 

by polynomials of the normalized coordinate 𝑥n by dividing the wake region into some parts 

as shown in Eq. (3.7) to Eq. (3.11). 

 

𝛿SI = 0                                                                                      for {𝑥n < 0} (3.7) 

𝛿SI = 𝐷(0.039𝑥n + 0.0785)                                                    for {0 ≤ 𝑥n < 0.75} (3.8) 

𝛿SI = 𝐷(0.0149𝑥n
3 − 0.0773𝑥n

2 + 0.1396𝑥n + 0.04)         for {0.75 ≤ 𝑥n < 1.75} (3.9) 

𝛿SI = 𝐷(−0.0012𝑥n
3 + 0.017𝑥n

2 − 0.0453𝑥n + 0.1609)   for {1.75 ≤ 𝑥n < 5.0}                                                                                                                                           (3.10) 

𝛿SI = 𝐷(0.1002ln 𝑥n + 0.0542)                                             for {5.0 ≤ 𝑥n} (3.11) 
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3.3.5 Thrust force and rotor conditions 

The thrust force and rotor conditions obtained by the CFD analysis of an isolated single 

rotor for each upstream wind speed are converted to those of the equivalent experimental 

rotor with a height of 43.4 mm in this study. The converted values of the thrust force (Th), 

output power (P), rotor torque (Q), and angular velocity () of a single rotor in each wind 

speed are tabulated in Table 3.2.  

 

Table 3.2. The converted values of thrust force and rotor conditions obtained by 2D-CFD 
into those of the equivalent experiment rotor in an isolated operation in different wind 
speeds (U∞) 

 

 

3.3.6 Estimation equations of the state of a wind turbine in a wind farm  

The linear relation between the circulation (ep) and the upstream wind speed (U∞) is 

given by Eq. (3.6) for an isolated single rotor. Therefore, the circulation ГSI of a single rotor 

in an arbitrary wind condition can also be expressed by Eq. (3.12), where 𝑈∞_ref is the 

reference wind speed and is 10 m/s in this study 

 

SI = ref

𝑈∞

𝑈∞_ref
 (3.12) 

U∞ (m/s) Th(mN) P(mW) Q(mNm) (rad/s) 
4 23.15 7.99 0.06 192.71 
6 51.87 31.88 0.15 206.16 
8 89.34 83.76 0.29 284.92 
10 141.37 177.62 0.49 363.60 
12 191.40 322.17 0.72 445.09 
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The state of a rotor in a wind farm is assumed to be estimated by the same relations that 

are obtained by CFD for an isolated single rotor as the functions of the circulation. 

That is, with the relation between U∞ and Th shown in Table 3.2 and the linearity between 

U∞ and ГSI in Eq. (3.12), the thrust force (mN) of a 2D-rotor with a circulation   is given 

by Eq. (3.13). 

𝑇ℎ = 𝑇ℎref (


ref
)

2

 (3.14) 

 

Since the blockage effect can be assumed to be proportional to the thrust force, μ (m3/s) 

of a 2D-rotor in a VAWT cluster is expressed by Eq. (3.14).  

𝜇 = 𝜇ref (


ref
)

2

 (3.13) 

 

In the same manner, from the relations in Table 3.2, the estimation equations of power P 

(mW), torque Q (mNm), and angular velocity ω (rad/s) of a rotor with a circulation   are 

given by Eqs. (3.15), (3.16), and (3.17), respectively 

𝑃 = 𝑃ref (


ref
)

3

 (3.15) 

  

𝑄 = 𝑄ref (


ref
)
2

 (3.16) 

  

𝜔 = 𝜔ref



ref
 (3.17) 
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    In Eqs. (3.13)–(3.17), the reference values, which correspond to the values at the 

reference wind speed U∞_ref = 10 m/s in this study, are Thref = 141.37 mN, µref = 0.0015 

m3/s,  Pref = 177.62 mW, Qref = 0.49 mNm and ωref = 363.60 rad/s. 

The x-direction pressure loss Fp described in section 2.3.1 depends on the volume of the 

control volume (CV) in addition to the circulation   and is obtained by CFD results for an 

isolated single rotor. Fp can be expressed as a cubic function of  as shown in Eq. (3.18) if 

a specific CV is defined. 

𝐹𝑝 = 𝐹𝑝ref (


ref
)
3

 (3.18) 

 

The reference values of the pressure loss are given as Fpref = 229.61 mN for the CV of 

20D × 20D × 0.868D and Fpref = 347.95 mN for the CV of 40D × 40D × 0.868D, 

respectively. 
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Chapter 4 

 

Results and discussions 

 

4.1 Introduction 

     The method described in chapter 2 is validated in this Chapter by applying it to the several 

layouts consisting of the same small 2D-rotors as used in the section 2.3.5. At first, in Section 

4.2, the power dependency of the isolated single rotor on the wind speed is compared between 

the model calculation and the CFD. Then, in Section 4.3, the power dependency of the paired 

rotors on the 16 wind directions is compared between the present method and the CFD 

analysis. After that, as the more complicated layouts, the power dependency of the three-

rotor cluster on the 12 wind directions is investigated in Section 4.4. Finally, to show the 

applicability of the proposed method to VAWT wind farms, the power prediction in the four-

rotor layouts arranged in line are tried in Section 4.5. 

 
 
4.2 An isolated single rotor  

  Table 4.1 shows the comparison between the CFD analysis [1] and the model simulation 

using the present method based on the momentum balance in the cases of an isolated single 

rotor in the five different upstream wind speeds (U∞). Although the original CFD analysis 

was conducted using a wide calculation domain of 40D × 50D, the square region of 20D × 

20D enclosing the single rotor is extracted as the CV, which is the same size as that of the 

model simulation, in order to acquire the dependence of the pressure loss Fp on the 



77 
 

circulation of the isolated single rotor. The output power shown in the unit of "mW" is 

equivalent to that of the small rotor, the size of which is 50 mm in diameter × 43.4 mm in 

height. The parameters necessary to rebuild the flow field calculated by the CFD are obtained 

at the reference wind speed of U∞ =10 m/s, as described in Chapter 3. Therefore, the smallest 

percentage difference (%Error) between the model and CFD results is obtained in the case 

of U∞ =10 m/s. The output power predicted for a single rotor in other wind speed agrees well 

with the CFD result; this means the method using the momentum conservation works well in 

the case of an isolated single rotor in an arbitrary wind speed. 

 

Table 4.1 Comparison between the predicted power output of an isolated single rotor by the 
present method and the CFD results [1] 

 

 

4.3 Paired rotors 

Figures 4.1 and 4.2 show the definition of relative wind direction (θ) to a rotor pair. The 

layouts of the two rotors are categorized into two kinds in terms of the relative rotational 

direction. The configuration in Fig. 4.1 is defined as the co-rotation (CO), in which the two 

rotors rotate in the same direction. The CO configuration includes the typical CO and TD 

U∞ (m/s) P_Model (mW) P_CFD (mW) % Error 
4 8.14 7.99 1.88 
6 32.87 31.88 3.11 
8 85.50 83.76 2.08 
10 177.62 177.62 0.0 
12 314.23 322.17 -2.46 
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layouts shown in Fig. 2.18. On the other hand, the configuration in Fig. 4.2 is defined as the 

inverse-rotation (IR), in which the two rotors rotate mutually in the opposite directions. The 

IR configuration includes the typical layouts of CD, CU, and TD. The dashed lines in red in 

Figs 4.1 and 4.2 correspond to the boundaries of the wake zone defined by the angle γ1 in Fig. 

2.19. The angle γ1 is set at 30° in this study. 

 

 
 

Fig. 4.1 Definition of 16 wind directions in the co-rotation (CO) configuration of paired 
rotors  
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Fig. 4.2 Definition of 16 wind directions in the inverse-rotation (IR) configuration of paired 
rotors  

 
 
 

The power outputs of the upper (Rotor 1: R1) and lower (Rotor 2: R2) rotors in Fig. 4.1 or 

Fig. 4.2 and the averaged power of both rotors were predicted in each of the 16 wind 

directions using the present method under the condition of the upstream speed U∞ of 10 m/s. 

The results in the case the inter-rotor distance (gap) is equal to the rotor diameter are shown 

in Figs. 4.3a–c for the CO and Figs. 4.4a–c for the IR configurations. Each of the predicted 

rotor power is normalized by the power of the isolated single rotor (SI) and compared with 

the normalized CFD results in Figs. 4.3 and 4.4. The conditions of θ = 0° and 180° in Fig. 

4.3c are the same CO layout and their output powers were adjusted to agree to the CFD 

results to get the adequate value of the parameter 𝛼1. The conditions of θ = 0° and 180° in 
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Fig. 4.4c corresponds to the CD and CU layouts, respectively, and the values of the 

parameters 𝛼2  and 𝛼3  were adjusted so as to agree to the CFD results. Similarly, the 

conditions of θ = 90° and 270° in Figs. 4.3c and 4.4c correspond to either of the two TD 

layouts shown in Fig. 2.18d, and the parameter 𝛼4 can be determined by fitting the resultant 

circulation obtained by the model simulation to that of the CFD analysis in one of the four 

TD conditions. The actual values of 𝛼1, 𝛼2, 𝛼3, and 𝛼4 were already shown in Sec. 2.3.5. 

Although the difference between the model simulation and the CFD analysis is somewhat 

large in a few wind directions as shown in Figs. 4.3 and 4.4, the method can predict the power 

of a rotor pair with the gap = 1.0D very well. 

 

 
          (a)                                                (b)                                               (c) 
Fig. 4.3 Distributions of normalized rotor powers in the CO configuration in the case of gap 

= 1.0D: (a) Rotor 1; (b) Rotor 2; (c) average 
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                   (a)                                                (b)                                                (c) 
Fig. 4.4 Distributions of normalized rotor powers in the IR configuration in the case of gap 

= 1.0D: (a) Rotor 1; (b) Rotor 2; (c) average 
 

 

Figures 4.5 and 4.6 are the results of the rotor power distribution of the paired rotors with 

the gap = 0.5D. The model simulation seems to underestimate the rotor powers compared to 

the CFD analysis in many wind directions. This fact may suggest the necessity to modify the 

interaction functions 𝐼𝑗 defined in Eqs. (2.31)–(2.34) in the case of short inter-rotor distance. 

 
                   (a)                                               (b)                                               (c) 
Fig. 4.5 Distributions of normalized rotor powers in the CO configuration in the case of gap 

= 0.5D: (a) Rotor 1; (b) Rotor 2; (c) average 
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                  (a)                                             (b)                                                 (c) 
Fig. 4.6 Distributions of normalized rotor powers in the IR configuration in the case of gap 

= 0.5D: (a) Rotor 1; (b) Rotor 2; (c) average 
 

 

Figures 4.7 and 4.8 show the results in the case of gap = 2.0D. Except for a few directions, 

the model and CFD predictions agree well. This shows that the interaction functions 𝐼𝑗 

defined in Eqs. (2.31)–(2.34) are effective in the long inter-rotor distance cases of paired 

rotors. 

 
                   (a)                                            (b)                                                 (c) 
Fig. 4.7 Distributions of normalized rotor powers in the CO configuration in the case of gap 

= 2.0D: (a) Rotor 1; (b) Rotor 2; (c) average 
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                   (a)                                          (b)                                                   (c) 

 
Fig. 4.8 Distributions of normalized rotor powers in the IR configuration in the case of gap 

= 2.0D: (a) Rotor 1; (b) Rotor 2; (c) average 
 

 

    Although the further improvements may be needed in the present method, it is worth noting 

that the prediction of the power of paired rotors in a specific wind direction can be performed 

by the method in about 40 minutes, which is about 500 times shorter than the CFD analysis 

using the DFBI model (typically about 2 weeks with 8 core PC). 

 
 

4.4 Three-rotor cluster 

  The three-rotor cluster is also categorized into the CO and IR configurations. Figures 4.9 

and 4.10 show the definition of the 12 wind directions in each of the two configurations in 

the cases of three-rotor clusters which are arranged like a triangular shape with an inter-rotor 

space of gap = 1.0D. Under the condition of the upstream wind speed U∞ of 10 m/s, the 

prediction of the averaged output power of the rotor clusters was carried out. All the 

parameters and necessary relations such as the pressure loss function are the same as those 

used in the case of paired rotors except for the division of the searching range of circulation. 
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The number of divisions of the searching range was set as 10 in the three-rotor case instead 

of 25 used in paired rotors case to save the calculation time. Therefore, the error in the 

prediction is anticipated to be a little worse. 

 

 
 

Fig. 4.9 Definition of 12 wind directions in the co-rotation (CO) configuration of three-
rotor cluster  
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Fig. 4.10 Definition of 12 wind directions in the inverse-rotation (IR) configuration of 
three-rotor cluster 

 

 

Figures 4.11 and 4.12 are the prediction results of the averaged power of the three-rotor 

cluster. The averaged power is normalized by the single rotor power in Figs. 4.11 and 4.12, 

in which the red symbols show the results of model simulation and the blue symbols show 

the CFD analysis reported in Ref. [2]. The model calculation underestimates the averaged 

power of the rotor clusters. However, the dependence on the wind direction is well simulated 

and the model simulation gives the same trend as the CFD analysis. 
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Fig. 4.11 Distributions of averaged power of three rotors in the CO configuration shown in 
Fig. 4.9 

 

 

 
 

Fig. 4.12 Distributions of averaged power of three rotors in the IR configuration shown in 
Fig. 4.10 
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4.5 Four-rotor cluster 

  In order to show the applicability of the proposed method to VAWT wind farms, four-

rotor layouts arranged in line with an inter-rotor space of 3.0D are selected as the targets of 

the output power prediction in this section. To cover a large number of rotors, the CV is set 

to be a large size of 40D × 40D × 0.868D. As the size of the CV is changed, the function 

expressing the pressure loss Fp of the CV has to be newly prepared from the CFD flow field 

of the isolated single rotor; i.e., the reference value Fpref in Eq. (3.18) in chapter 3 is changed 

from 229.61 to 347.95 mN in the prediction of the four-rotor clusters. The upstream wind 

speed is assumed to be 10 m/s in the present prediction of the four-rotor clusters and the 

number of divisions of the searching range of the circulation of each rotor is set as 8. In this 

case, the calculation time is about 50 times longer than the calculation time in a two-rotor 

case with 25 divisions because the subdivision process is executed twice in the actual 

calculation using the in-house code as shown in Fig. 2.20. 

Figures 4.13–4.16 show the results of the power prediction and the distributions of x- and 

y-direction velocity components in two kinds of four-rotor layouts, i.e., parallel and tandem, 

respectively. The fitting parameters 𝛼1, 𝛼2,  𝛼3, and 𝛼4 are set to be the same values as those 

used in the paired rotors (see Section 2.3.5). The model predicts the decrease in the rotor 

power in the order of R1, R2, R3, and R4 in the parallel array of four rotors. Similarly, in the 

tandem array of four rotors, the output power decreases in the same order. 
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Fig. 4.13 Prediction of the distributions of x-direction velocity components around four-
rotor parallel layouts (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 
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Fig. 4.14 Prediction of the distributions of y-direction velocity components around four-
rotor parallel layouts (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 
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Fig. 4.15 Prediction of the distributions of x-direction velocity components around four-
rotor tandem layouts (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 

 

 
 

Fig. 4.16 Prediction of the distributions of y-direction velocity components around four-
rotor tandem layouts (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 
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In this study, the CFD analysis of the two kinds of four-rotor layouts was carried out by 

using the DFBI model. The details of the meshes created for the four-rotor layouts in the 

present study are shown in Fig. 3.5. The upstream wind speed U∞ is set at 10 m/s in the CFD 

analysis, too. 

Figures 4.17 and 4.19 show the distributions of x-component of unsteady velocity obtained 

by the CFD for the parallel and tandem layouts, respectively. Figures 4.18 and 4.20 illustrate 

the unsteady flow field shown by the y-component velocity for the two layouts of four rotors. 

The conditions shown in Figs. 4.17–4.20 correspond to the states at 4 s from the beginning 

of each simulation. The time history of the angular velocity of each rotor is shown in Figs. 

4.21 and 4.22 for the parallel and tandem layouts, respectively. The calculation using the 

DFBI model was conducted until 4 s for each layout when the convergence was almost 

attained. In the last 0.5 s, the angular velocity was averaged to be used to evaluate the power 

output of each rotor. In the calculations shown in 4.21 and 4.22, the initial angular velocity 

is 360 rad/s for all rotors in the parallel layout. On the other hand, in the tandem case, the 

initial values are set at 366, 250, 200, and 180 rad/s for R1, R2, R3, and R4, respectively. 

The CFD analysis was conducted by a high-performance PC with 28 cores; it took about 1 

week for each calculation of two layouts. 
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Fig. 4.17 Unsteady flow field (x-component) around the four-rotor parallel layout simulated 
by CFD using the DFBI model (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 

 
 
 

 
 

Fig. 4.18 Unsteady flow field (y-component) around the four-rotor parallel layout simulated 
by CFD using the DFBI model (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 
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Fig. 4.19 Unsteady flow field (x-component) around the four-rotor tandem layout simulated 
by CFD using the DFBI model (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 

 
 
 
 

 
 

Fig. 4.20 Unsteady flow field (y-component) around the four-rotor tandem layout simulated 
by CFD using the DFBI model (U∞ = 10 m/s, inter-rotor space (gap) = 3.0D) 
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Fig. 4.21 CFD results of the time history of the angular velocity of each rotor in parallel 
layout four rotors 

 
 
 

 
 

Fig. 4.22 CFD results of the time history of the angular velocity of each rotor in tandem 
layout four rotors 
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    Table 4.2 shows the comparison of each rotor power in the parallel or tandem layouts 

between the present model and CFD analysis. The percentage error of the rotor power (Err.P) 

is defined by Eq. (4.1) in this study. PModel is the rotor power predicted by the proposed model 

using Eq. (3.15) and the PCFD is the CFD result of the rotor power which is obtained by 

multiplying the averaged angular velocity and the averaged rotor torque during the last 0.5 s. 

The Pref is the output power of an isolated single rotor. 

𝐸𝑟𝑟. 𝑃 =
𝑃Model − 𝑃CFD

𝑃ref
× 100 (4.1) 

 

Table 4.2 Comparison of each rotor power in the parallel or tandem layouts between the 
present model and the CFD analysis 

Layout Parallel Tandem 
Rotor R1 R2 R3 R4 R1 R2 R3 R4 

Power (model) (mW) 181.0 191.3 205.6 209.3 170.0 135.6 47.7 42.5 
Power (CFD) (mW) 185.3 211.8 216.0 236.2 147.8 47.4 22.8 3.0 

Err.P (%) −2.4 −11.5 −5.8 −15.1 12.5 49.5 14.0 22.2 

 

    The comparison shown in Table 4.2 does not give satisfactory results. In particular, the 

difference between the model and CFD is large in the tandem layout of four rotors. One of 

the reasons for the disagreement is the small number of initial divisions of the searching range 

used for the model prediction. To improve the results by avoiding the false conditions, an 

advanced method like the genetic algorithm (GA) should be used to give the possible 

combinations of circulations at random. Further improvement in the model of the interaction 

among rotors also is necessary. Nevertheless, the present model can predict the same trend 

in the rotor power in the parallel and tandem layouts of four rotors as that of the CFD analysis. 
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Chapter 5 

 

Summary and Recommendations 

 

5.1 Summary 

The main objective of this thesis was to propose a method to predict the outputs of two-

dimensional (2-D) VAWT rotors (or VAWT cluster) in a short time, for the purpose of the 

future exploration of an optimal arrangement of VAWT rotors which can increase the total 

power of a wind farm. Therefore, this study basically adopted the potent ia l - f low-based 

method proposed by Whittlesey et al. (2010), which can predict the flow field around 

VAWT rotors in a short time. To express the wake flow behind VAWT rotors precisely, a 

new wake model was proposed, which mimics the flow field created by the computational 

fluid dynamics (CFD). In the CFD analysis of this study, the D y n am i c  F l u i d  /  B ody 

Interaction (DFBI) model that can change the rotational speed of VAWT rotors according to 

the flow condition was applied to simulate the realized power of each rotor. In this study, 

the unsteady incompressible Reynolds averaged Navier-Stokes (RANS) equations were 

solved and the unsteady flow field was averaged to give the flow field equivalent to that 

was simulated by the present model. The averaged flow field data were utilized to obtain 

the wake function representing velocity deficit. 

 The proposed wake model was based on the super-Gaussian function proposed by 

Shapiro et al. (2019), which can reproduce the wake profile transformation from a top-hat 

shape to the Gaussian shape. This study modified the super-Gaussian function to include the 
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acceleration regions and wake shift which are observed in the wake of a VAWT. The 

modified wake model was named ultra-super-Gaussian function. The fitting parameters to 

mimic the CFD results were determined for an isolated single rotor, which was assumed to 

be a small two-dimensional rotor equivalent to the cross section of an experimental rotor 

used in the wind tunnel tests conducted by Jodai et al. (2021). Although Whittlesey et al. 

(2010) did not consider the modification of the y-component of the flow velocity, this study 

modified the cross-flow component (y-component) to mimic the details of the flow field in 

accordance with CFD. As the correction functions of the y-component, the four Gaussian-

type functions and the four resonant-type functions were introduced and the fitting 

parameters were also determined to mimic the CFD profiles.  

The proposed wake model introduced the Biot-Savart law to mimic the flow behavior 

caused by the circulations of the rotors and to improve the variations in the wake shift and 

the width owing to the interaction between the rotors. 

This study proposed a new method to predict the appropriate flow filed and rotor powers 

using the conservation of x-direction momentum in a control volume (CV).  In this method, 

for a given combination of the circulations of rotors, the flow field around the VAWT cluster 

and the net momentum change in the x-direction was calculated using the boundary flow 

states. The thrust force and the net pressure force (or pressure loss) of each rotor were 

calculated using the relations obtained by CFD of an isolated single rotor. The pressure loss 

was modified by introducing the interaction functions which indicates the strength of the 

superposition of the wakes of a selected paired rotors according the layouts: co-rotating 
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(CO)-like, counter-down (CD)-like, counter-up (CU)-like, and tandem (TD)-like. Therefore, 

the present method needed the CFD simulations of four specific paired rotors in the CO, 

CD, CU, and TD layouts in addition to the CFD of an isolated single rotor.  The present 

momentum balance method calculated all the combinations (i.e., round robin) of circulations 

of rotors in the given searching ranges. After the sub-searching processes, a combination of 

circulations which gave the minimum difference between the momentum change and the 

total net force was obtained as the final result. Since there is a possibility to yield a false 

result if the searching range is not adequate, this study proposed a procedure to limit the 

searching range according to the layout of other rotors enclosing a rotor at issue in the 

calculation process. 

  The proposed method was applied to the prediction of the wind-direction dependence of 

the power of paired rotors in the co-rotating (CO) and inverse-rotating (IR) configurations 

and was compared with the CFD analysis. Although the results in the case of the short inter-

rotor gap (0.5D) suggested the necessity to improve the interaction functions, the results in 

the case of the inter-rotor gap longer than 1.0D showed the proposed method successfully 

worked. The prediction of the wind-direction dependence of the power of three-rotor clusters 

in the CO and IR configurations was carried out and showed the good agreements in trend of 

the averaged power distribution between the present model and CFD. The application to the 

four-rotor clusters in line at the parallel or tandem layouts did not give satisfactory results in 

quantity but showed the same tendency of the rotor powers for both layouts. 
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Although further improvements are necessary, this study proposed a method to predict the 

flow field and the rotor powers of a VAWT cluster in incomparably shorter time than the 

CFD with the DFBI model. 

 

5.2 Recommendations 

The first recommendation for the improvement is to increase the accuracy of the 

interaction model to simulate the flow distribution in the wake of a rotor pair in both x- and 

y-direction. Second, the interaction function 𝐼𝑗 should be improved to be able to predict the 

outputs at different gaps better. Third, further improvements in the limiting of the searching 

range of circulation are necessary. To apply this method to the problem of finding the optimal 

layout of rotors in a VAWT wind farm, it is inevitable to introduce other optimization method 

such as the genetic algorithm (GA) instead of the round robin. 

 

 

 

 

 

 



101 
 

Achievements 

Journal Publication: 

Buranarote J., Hara Y., Furukawa M. and Jodai Y., Method to predict outputs of two-

dimensional VAWT rotors by using wake model mimicking the CFD-created flow field, 

Energies 2022, 15, 5200. 

 

International Conference: 

Buranarote, J.; Hara, Y.; Jodai, Y.; Furukawa, M. A wake model simulating the velocity 

profile of a two-dimensional vertical axis wind turbine. In Proceedings of the 7th 

International Conference on Jets, Wakes and Separated Flows, ICJWSF–2022, Tokyo, 

Japan, 15–17 March 2022. 

 

National Conference: 

Buranarote, J.; Hara, Y.; Jodai, Y. Proposal of a model simulating the velocity profile of the 

wake of a two-dimensional vertical axis wind turbine. In Proceedings of the JSFM 

Annual General Meeting, Yamaguchi, Japan, 18–20 September 2020. 

Buranarote, J.; Hara, Y.; Jodai, Y. Construction of a model simulating exactly the velocity 

profile around a two-dimensional vertical axis wind turbine. In Proceedings of the JSME 

59th Chugoku-Shikoku Branch Meeting, Okayama, Japan, 5 March 2021. 

 



102 
 

Acknowledgments 

    I would like to sincerely thank the most important person for the success regarding my 

Ph.D., my supervisor, Professor Yutaka Hara. He guided me from the very beginning starting 

with recommending relevant research, coding from scratch, giving tips for research 

presentations, helping me with research writing including English conversations, and many 

more. 

    I would like to thank the Thai government for the scholarship and Kasetsart University for 

giving me this opportunity to study as well as I would like thank all my colleagues at the 

Faculty of Engineering Sriracha for all the advice, concern, and encouragement. 

    I would like to thank my first supervisor at Tottori University, Professor Takeharu Sakai. 

He was the first person who accepted me to study Ph.D. and recommend this particular 

research that is suitable for me. 

    I would like to thank Professor Masaru Furukawa and Professor Yoshifumi Jodai for the 

useful advice, checks, and recommendations and their valuable contribution to this research. 

    This research was supported by JSPS KAKENHI Grant Number JP 18K05013, the 

International Platform for Dryland Research and Education (IPDRE), Tottori University, and 

the 2021 Special Joint Project of the Faculty of Engineering, Tottori University. I would like 

to express my cordial gratitude to them. 

    I would like to thank the Advanced Mechanical and Electronic System Research Center 

(AMES) for supporting the article processing charge. 



103 
 

    I would like to thank Professor Ryoji Waka for his advice on living in Japan, introducing 

a good kindergarten for my daughter, teaching Japanese to my wife, and recommending 

places to visit in Tottori. 

    I would like to thank all the staff of the International Affairs Division (IAD) for support, 

and for the advice on important documents and activities that proved to be very useful for 

living in Japan. 

    I would like to thank Mr.Tomoyuki Okinaga for helping me with the CFD simulation. 

    Thanks to all our fellow renewable energy lab members from 2019 to the present for their 

friendship and assistance. 

    Gratitude to my family members for being with me all throughout my living in Japan. 

Thank you, mom and sister, for everything. Thanks to all my relatives and friends, in 

Thailand. 

 

 

 


